
HL SERIES

HL chokes are specifically designed for high current applications.
The use of high saturation cores and flame retardant shrink
tubing makes them ideal for switching power supply circuits.

� Low price, wide selection, 2.7µH to 100,000µH, up to 15.5A
� Option ER Military Screening: per MIL-PRF-15305 Grp.A
� Non-standard values & sizes, increased current & temp.,
     inductance measured at high freq., cut & formed leads, etc.

SPECIFICATIONS
Test Frequency: 1KHz @0DCA
Tolerance: ±10% standard ( ±5%, ±15% and ±20% available)
Temperature Rise: 20°C typ. at full rated current
Temp.Range: -55°C to +125°C (no load), +100°C max at  rated A
Saturation Current: lowers inductance approx. 5% (10% max)

FA019A  Sale of this product is in accordance with GF-061. Specifications subject to change without notice.

HIGH CURRENT  POWER CHOKES

APPLICATIONS: Typical applications include buck/boost, noise filtering,
DC/DC converters, SCR & triac controls, EMI suppression, switching
power circuits, audio equipment, telecom, filters, power amplifiers, etc.
Designed for use with Linear Tech LT1073 &LT1173, National Semi
LM2574, Unitrode UC2575. Customized models available.
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SERIES HL9

SERIES HL7

RESISTORS�CAPACITORS�COILS�DELAY LINES
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Tolerance Code:  J= 5%, K=10% (std), W= 15%, M= 20%
Packaging: B = Bulk, T = Tape & Reel

Inductance (uH): 2 signif. digits & multiplier,
e.g. 1R0=1uH, 100=10uH, 101=100uH, 102=1000uH

Option Codes:  ER, A (leave blank if std)

P/N DESIGNATION: HL9               -  100  -  K  B  W

Termination: W= Lead-free, Q= Tin/Lead
(leave blank if either is acceptable)

RCD Type

 RoHS

Term.W is
RoHS
compliant
& 260°C
compatible
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