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1,400 parts per 13"reel
Order as: XXXX-0-57-XX-18-XX-10-0 X .078 DIA. ‘ -
BasicPart | Length 085 oA |0 082
Number L ] 116
091 DIA. ! | 185
7406-0 120 -068 DIA. | .057 DIA. 031 L 252
.042 DIA.
069 DA 9354-0 170 “Thote ] —
.055 DIA.
] oeon | J
.053 DIA. 040 DIA. o950 118
HOLE 4’@] i ! |
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. ) . Solder mount in .071 min. mounting hole | Surface mount

Solder mount in .070 min. mounting hole | Ajso available on 16mm wide carrier tape: | Also available on 12mm wide carrier tape:
1,900 parts per 13" reel 3,700 parts per 13" reel
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P.C.B. PAD
SPECIFICATIONS. ORDER CODE: XXXX- X - 1X - XX - 18 - XX - XX - 0
Shell Material: Brass Alloy 360, 1/2 Hard BASICPART # —— /
o SPECIFY SHELL FINISH: SPECIFY CONTACT FINISH:

Contact Material: Beryllium Copper Alloy 172, HT | 537500 11" TIN/LEAD OVER NICKEL 01 200 u” TIN/LEAD OVER NICKEL
Dimensions: Inches 80 200 u” TIN OVER NICKEL (RoHS) 80 200 p” TIN OVER NICKEL (RoHS)
Tolerances On: Lengths:  +.005 15 10 1" GOLD OVER NICKEL (RoHS) 27 30 u” GOLD OVER NICKEL (RoHS)

Diameters: +.002 SELECT CONTACT:

Angles:  +2° #18 CONTACT (DATA ON PAGE 257)

(For alternate contact choices, see group L on page 248)
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