DIN 41612 - complemen

Number of contacts

21 +5

Female connectors

tary type MH

Number Part No.
Identification of contacts 3 2
Female connector with
solder pins 3.2 mm
(without special contacts)
without
flange coding @ 21+5 Performance level 3 09 06 221 6883
with @ 215 on request 09 06 721 6883
flange coding”
High current contact
Crimp contacts
for printed circuit 09 03 000 6220
termination 20A
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Board drillings

Mounting side

position — 3

2x 3,81 (=7,62)

=

Dimensions 09 03 000 62

) Code keys see page 03.26
Removal tool for contacts is available with part
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number 09 99 000 0174

Performance levels according to IEC 60603-2. Explanation chapter 00

1

Performance level 1

on request

12,3520.05

3,242

2¢ 3,81 (=7,62)

= only connectors
with flange coding

Dimensions in mm
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http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=09062216883&language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=09067216883&language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=09030006220&language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=09030006220&language=e

