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TENSION FLAT CABLE CLAMP WITH ARROWHEAD

DESCRIPTION

CREATED USING

REV.

PART NO. MAX NO. OF
CONDUCTORS

"A"
.02 [0.5]

"B"
REF

"C"
.005 [0.13]

"D"
.015 [0.4]

"E"
REF FIG. 

TFCCA-15-01 10 .57 [14.5] 1.28 [32.5] .591 [15.0] .36 [9.1] .56 [14.1] FIG. 1
TFCCA-25-01 20 .97 [24.7] 1.55 [39.3] .787 [20.0] .52 [13.2] .50 [12.7]

FIG. 2TFCCA-40-01 40 2.13 [54.1] 2.64 [67.0] 1.575 [40.0] .39 [10.0] .64 [16.3]
TFCCA-50-01 50 2.51 [63.8] 3.04 [77.2] 1.957 [49.7] .40 [10.2] .54 [13.7]

TO SNAP LOCK IN
.156 .003[4.0 0.08] HOLE, 
IN A .040-.079[1.0-2.0] PANEL
THICKNESS
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MOUNTING HOLES MOUNTING HOLES
TO SNAP LOCK IN
.156 .003[4.0 0.08] HOLE, 
IN A .040-.079[1.0-2.0] PANEL
THICKNESS

FIG. 2
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NOTES:
1. MATERIAL: NYLON 6/6 UL94 V-2 (RMS-01).
2. MATERIAL NYLON 6/6 UL94 V-0 (RMS-19) AVAILABLE FOR 
    SPECIAL ORDER ONLY, TO ORDER REPLACE "-01" WITH "-19"
3. COLOR: NATURAL.
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