
MATERIAL SPECIFICATIONS:

SLEEVE & PLUNGER MATERIAL: Copper Alloy

SPRING MATERIAL: Beryllium Copper
SLEEVE & PLUNGER FINISH: 20 μ” Gold over Nickel

SPRING FINISH: 10 μ” Gold over Nickel

DIMENSION IN INCHES:

TOLERANCES ON: LENGTHS: ±.006 
DIAMETERS: ±.002
ANGLES: ± 2°
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0910-1⇒⇒4

0910-X-57-20-75-14-11-0
Standard Stroke, Surface mount

Packaged on carrier tape.
See chart for tape width and qty. per reel
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0910-0-57-20-76-14-11-0
Short Stroke, Surface mount

Packaged on 16mm wide carrier
tape: 1,500 parts per 13” reel.

MECHANICAL & ELECTRICAL SPECIFICATIONS:
DURABILITY: 1,000,000 cycles

CURRENT RATING: 2A continuous,  3A peak

CONTACT RESISTANCE: 20 mΩ max.

75 & 76 Springs are not Interchangeable
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0990-0-50-20-76-14-11-0
Short Stroke, Surface mount
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Standard Stroke, Surface mount
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0967-0-15-20-75-14-11-0
Standard Stroke, Horizontal Surface mount

Also available on 16mm wide carrier
tape: 2,200 parts per 13” reel.

Order as: 0967-0-58-20-75-14-11-0
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