
Global 5 Watt Power Supply

Qb
Features
• Interchangeable inputs for global markets
• Small design 32mm3
• USB or fixed cord output
• Available in custom colors
• One year warranty

Environmental & Reliability
Operating temperature -0° ~ 40°C

StOrage temperature -20° ~ 60°C

Humidity 5% ~ 95% Non-condensing

Leakage Current <0.25mA (264VAC)

Hi-pOt 4242VDC/1 min/5mA

mtBF 50K Hours At 25°C

Electrical Specifications
input vOLtage 90 ~ 264VAC

FreQuenCy 50 ~ 60Hz

maximum Output pOwer 5W

input Current Max 30A@230V Cold Start

eFFiCienCy Meets CEC V

LOw StandBy pOwer 0.5W Max

Over vOLtage / SHOrt CirCuit prOteCtiOn 

ADAptER pARt NUMBER AC plUgS 
INClUDED

USB  
DAtAlINES COlOR

HDp–QB–BUSB–B US Shorted Black
HDp–QB–WUSB–B US Shorted White
HDp–QB–0004 US, +EU, AU, UK Shorted White
HDp–QB–0005 US, +EU, AU, UK Shorted Black

REMOVABlE AC plUgS
HDp–EU–0004 WHItE EU
HDp–AU–0004 WHItE AU
HDp–UK–0004 WHItE UK
HDp–EU–0005 BlACK EU
HDp–AU–0005 BlACK AU
HDp–UK–0005 BlACK UK

HDp–QB05010U
OUtpUt (V) 5.0V
OUtpUt (A) 1000mA Max
pOWER (W) 5W
RIpplE 100mV
EFF. V
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SaFety & emC StandardS 
Ul/cUl, CE, CB, gS, SAA, C-tick, FCC, RoHS, REACH

EU UK AU
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Click to View Pricing, Inventory, Delivery & Lifecycle Information:
 
 
 
 Displaytech:   

  HDP-QB-WUSB-B  HDP-QB-0004  HDP-QB-0005  HDP-QB-BUSB-B

http://www.mouser.com/displaytech
http://www.mouser.com/access/?pn=HDP-QB-WUSB-B
http://www.mouser.com/access/?pn=HDP-QB-0004
http://www.mouser.com/access/?pn=HDP-QB-0005
http://www.mouser.com/access/?pn=HDP-QB-BUSB-B

