FIBER, WIRE & CABLE MANAGEMENT
FLEXIBLE CONDUIT & FITTINGS

FCA200 _ A

Flexible Conduit Fittings

Lock Nut Body Claw Nut

Specifications:

¢ Material: UL94 V-2 Nylon 6/6 Features:

* Color: Grey « Connects plastic convoluted conduit to control

* Temp Range: -40°F to 221°F (-40°C to 105°C) panels, machinery, and other equipment

Mounting Hole D1
Used With Bulk Pack
mm Plastic Conduit Qty.

FCA200A 0567  14.4 CFO001A 0.248 6.3 0.295 7.5 0.382 9.7 0.728 18.5 0.626 15.9 50
FCA202A 0626 159 CFO003A 0.433 11 0.425 10.8 0.394 10 0.705 17.9 0.618 15.7 50
FCA204A  0.630 16 CFO004A 0.437 11.1 0.524 13.3 0.382 9.7 0.732 18.6 0.626 15.9 50
FCA206A 0756  19.2 CF005A 0.591 15 0.579 14.7 0.394 10 0.697 17.7 0.630 16 50
FCA208A  0.787 20 CF006A 0.606 15.4 0.677 17.2 0.386 9.8 0.693 17.6 0.642 16.3 50
FCA210A  0.984 25 CF008A 0.744 18.9 0.780 19.8 0.449 1.4 0.929 236 0.811 20.6 50
FCA212A 1228 312 CF009A 1.024 26 0.957 243 0.472 12 0.898 2238 0.811 20.6 25
FCA214A  1.260 32 CFO010A 1.055 26.8 1.126 28.6 0.445 1.3 0.917 23.3 0.815 20.7 25
FCA216A 1476 375 CFO11A 1.240 315 1.244 31.6 0.445 11.3 0.929 23.6 0.815 20.7 25
FCA218A 1575 40 CF012A 1.287 32.7 1.370 34.8 0.453 1.5 0.917 233 0.819 20.8 25
FCA220A 1732 44 CF013A 1.476 37.5 1.594 40.5 0.496 12.6 0.878 223 0.815 20.7 10
FCA222A  1.732 44 CF014A 1.476 37.5 1.555 39.5 0.496 12.6 0.850 21.6 0.815 20.7 10
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Unsplit Nylon Conduit

Specifications: Features:
¢ Material: UL-94 HB Nylon * Wire and cable protection for electrical harnesses
e Color: Black with Grey Stripe e Can also be used to protect hydraulic hoses

e Temp Range: —40°F to 300°F (—40°C to 149°C) * Flexible body allows for easy corner/elbow wiring

. Wall Thickness Roll Length
Nominal &
m
CF1010A 1/4 0.237 6.02 0.266 6.76 0.375 9.53 0.400 10.16 0.040 1.02 2500 762
CF1020A 3/8 0.341 8.66 0.380 9.65 0.497 12.62 0.526 13.36 0.040 1.02 1500 457.2
CF1040A 716 0.399 10.13 0.437 11.10 0.573 14.55 0.597 15.16 0.050 1.27 1500 457.2
CF1060A 12 0.473 12.01 0.516 13.11 0.664 16.87 0.700 17.78 0.050 1.27 1000 304.8
CF1080A 5/8 0.603 15.32 0.639 16.23 0.805 20.45 0.837 21.26 0.050 1.27 700 2134
CF1090A 3/4 0.707 17.96 0.759 19.28 0.950 24.13 0.989 25.12 0.050 1.27 450 137.2
900081 7/8 0.848 21.54 0.898 22.81 1.107 28.12 1.151 29.24 0.050 1.27 400 121.9
CF1140A 1 1.020 25.91 1.069 27.16 1.251 31.78 1.304 33.13 0.060 1.52 250 76.2
CF1140B* 1 1.020 25.91 1.069 27.16 1.251 31.78 1.304 33.13 0.060 1.52 250 76.2
CF1150A 1-1/8 1.122 28.50 1.176 29.86 1.356 34.58 1.413 35.88 0.060 1.52 200 60.9
900082 1-1/4 1.199 30.45 1.257 31.93 1.446 36.73 1.500 38.10 0.060 1.52 200 60.9
* No grey stripe
Cs

Split Polypropylene Conduit

T
Specifications: A B
¢ Material: Polypropylene “ 1 J
¢ Color: Black ARURRUAAURURUR
¢ Temp Range: —40°F to 225°F
(—40°C to 107°C) B Roll Length
Item Nominal @
No. In In mm Ft m
Feaes G e 0m om0 me om M
* Split design for easy installation and  cgpg3a 112 0.543 13.79 0.689 17.50 656 200
removal of wiring CS004A 5/8 0.591 15.01 0.768 19.51 328 100
¢ Wire and cable protection for electrical CS005A 3/4 0.760 19.30 0.937 23.80 328 100
harnesses CS006A 7/8 0.835 21.21 1.016 25.81 328 100
) 7A 1 1957 24.31 1.2 2, 164
* Flexible body allows for corner/elbow ggggSA 1 0.904 24106 sa81 5500 164 %
wiring CS009A 1-1/8 1.102 27.99 1.339 34.01 164 50
e Can be used to protect hydraulic hoses CS010A 1-1/4 1.228 31.19 1.575 40.01 164 50

CSO011A 1-5/8 1.559 39.59 1.969 50.00 164 50






