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0388
0388-0-15-XX-08-XX-10-0
Press-fit in .138 mounting hole

0389
0389-X-15-XX-08-XX-10-0
Swage mount in .094 hole

0390
0390-0-15-XX-08-XX-10-0
Solder mount in .144 min. mounting hole

.030
.060 .122

.385

.055
.053 .173

.010

.445

.178 DIA.

.018
SLOT

.162 DIA.

.156 DIA.

.055 DIA.

.038 DIA.

.045 DIA.

.026 DIA.
HOLE

8963
8963-0-31-XX-08-XX-04-0
Compliant press-fit in .040 ± .003 plated
hole. For .060” g.100” thick board

FOR .084” - .102” DIAMETER PINS

SPECIFICATIONS:

Shell Material:  Brass Alloy 360, 1/2 Hard

Contact Material:  Beryllium Copper Alloy 172, HT

Dimensions:  Inches

Tolerances On:  Lengths:       ± .005
                                      Diameters:   ± .002
                                      Angles:          ± 2 °

RoHS - 2
2011/65/EU

ORDER CODE:  XXXX - X - XX - XX - 08 - XX - XX - 0

SELECT CONTACT:
#08  CONTACT (DATA ON PAGE 262)
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BASIC PART #
SPECIFY SHELL FINISH:
01  200 μ” TIN/LEAD OVER NICKEL
80  200 μ” TIN OVER NICKEL (RoHS)
15  10 μ” GOLD OVER NICKEL (RoHS)

SPECIFY CONTACT FINISH:
01  200 μ” TIN/LEAD OVER NICKEL
80  200 μ” TIN OVER NICKEL (RoHS)
27  30 μ” GOLD OVER NICKEL (RoHS)
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0712
0712-0-33-XX-08-XX-10-0
Wire crimp termination. Accepts wire 
sizes 12 AWG Max. / 14 AWG Min.


