
Dimensions: Inches(Millimeters)
Tolerance: ±0.010 (0.25)

Weight:  6.8 grams
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TALEMA IN
AEP310-T
Date Code

•

 0.524
(13.30)
  max.

 0.173
 (4.40)

 0.535
(13.60)

 0.394
(10.00)

ADSL Transformers for Motorola’s Chipsets

Features
• complies with ANSI and ETSI requirements
• matched to Motorola’s MC03AX1456RT, MC03AX1456,

MC143460 & MC143462 chipsets
• very low THD
• 1500V minimum isolation
• all material approved to UL94V-0
• excellent quality at competitive price due to high

volume production
• manufactured in an ISO-9001:2000, TS-16949:2002

and ISO-14001:2004 certified Talema facility
• fully RoHS compliant and meets lead free reflow

level J-STD-020C
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TALEMA IN
AEP300-S
Date Code

•
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 Ø 0.024
     (0.60)

(05-06) Communications \ xDSL\ADSL Motorola

Note: P/N’s AEP330-S & T will be supplied without pin #3

THE TALEMA GROUP  •  Magnetic Components for ISDN / xDSL / LAN Data Communications
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AEP320-T & S
AEP330-T & S

Schematic
AEP300-T & S
AEP310-T & S

C°58+ot°04-erutarepmeTgnitarepO•C°52@snoitacificepSlacirtcelE

traP
rebmuN

egakcaP
CI

revirD

snruT
oitaR

%2±
CI:eniL

LP
)Hm(

%5±

LL
)Hµ(

xaM

C WW
)Fp(
xaM

RCD
)smhO(

xaM
CI/eniL

DHT
)ytiraeniL(

lacipyT

lanidutignoL
ecnalaB

niM

noitresnI
ssoL
xaM

.qerF
esnopseR

xaM

noitalosI
egatloV
)smrV(

T-003PEA HT TR6541XZ30CM
EPC 8.1:1 69.3 52 05 00.8/04.4 Bd08-

zHk03
Bd04-

zHM1-zHk52
Bd5.0

zHk001
Bd5.0

zHM1.1-zHk03 0051
S-003PEA DMS

T-013PEA HT 6541XA30CM
EPC&OC 1:2.1 69.3 51 05 08.3/02.4 Bd08-

zHk001
Bd04-

zHM1-zHk52
Bd5.0

zHk001
Bd5.0

zHM1.1-zHk03 0051
S-013PEA DMS

T-023PEA HT
264/064341CM 1:2.1 69.3 51 05 05.2/09.2 Bd08-

zHk001
Bd04-

zHM1-zHk52
Bd5.0

zHk001
Bd5.0

zHM1.1-zHk03 0051
S-023PEA DMS

T-033PEA HT TR6541XAS0CM
EPC 8.1:1 69.3 52 06 00.8/04.4 Bd08-

zHk03
Bd04-

zHM1-zHk52
Bd5.0

zHk001
Bd5.0

zHM1.1-zHk03 0051
S-033PEA DMS


