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1,83 DIA.1,83 DIA.

0,250,25

1,571,57
2,112,11

2,082,08

3,783,78

0,510,511,52 DIA.1,52 DIA.

1,35 DIA.1,35 DIA.

0,53 DIA.0,53 DIA.

0,74 DIA.0,74 DIA.

HOLEHOLE

0512-0-15-XX-12-XX-04-0
Press-fit in 1,45 mounting hole

0512

0,510,51
1,83 DIA.1,83 DIA.

3,353,35

3,183,18

2,792,79
1,851,850,710,711,52 DIA.1,52 DIA.

1,35 DIA.1,35 DIA.

0,51 DIA.0,51 DIA.

0468-0-15-XX-12-XX-04-0
Press-fit in 1,45 mounting hole

0468

8894

1,83 DIA.1,83 DIA.
0,510,51

1,52 DIA.1,52 DIA.

1,35 DIA.1,35 DIA.

0,56 DIA.0,56 DIA.

0,76 DIA.0,76 DIA.
HOLEHOLE

0,710,71 1,81,8

3,943,94

2,412,41

2,412,41

0703-0-15-XX-12-XX-04-0
Press-fit in 1,45 mounting hole

0703

1,83 DIA.1,83 DIA.
0,890,89

3,563,56
3,053,05

1,631,63

1,27 DIA.1,27 DIA.

0550-0-15-XX-22-XX-10-0
Solder mount in 1,32 min.

mounting hole

0550

0,250,25

1,73 DIA.1,73 DIA.

1,781,781,71,7
2,542,54

1,32 DIA.1,32 DIA.

1,09 DIA.1,09 DIA.

1,55 DIA.1,55 DIA.

HOLEHOLE

8894-0-15-XX-12-XX-10-0
Hex press-fit in 1,5 plated

thru hole

5739

0,580,58
0,510,51

3,943,94

2,412,41

4,064,06

1,781,78

1,83 DIA.1,83 DIA.

1,52 DIA.1,52 DIA.

1,35 DIA.1,35 DIA.

0,53 DIA.0,53 DIA.

0,74 DIA.0,74 DIA.

HOLEHOLE

0574-0-15-XX-12-XX-04-0
Press-fit in 1,45 mounting hole

0574

1,83 DIA.1,83 DIA.

1,81,80,710,71
2,412,41

3,943,94

0,510,51

2,412,41

1,5 DIA.1,5 DIA.

1,35 DIA.1,35 DIA.

0,56 DIA.0,56 DIA.

0,76 DIA.0,76 DIA.
HOLEHOLE

1534-0-15-XX-12-XX-04-0
Press-fit in 1,42 mounting hole

2,39 DIA.2,39 DIA.
0,790,79

1,52 DIA.1,52 DIA. 3,943,94
3,33,3

1,61,6

0671-0-15-XX-12-XX-10-0
Solder mount in 1,6 min.

mounting hole

0671

1534

0,510,51

5,085,08

1,571,57

1,73 DIA.1,73 DIA.

1,24 DIA.1,24 DIA.

1,09 DIA.1,09 DIA.

HOLEHOLE

0707-0-15-XX-12-XX-10-0
Solder mount in 1,3 min.

mounting hole

0707

SPECIFICATIONS

SHELL MATERIAL:
Brass Alloy 360, 1/2 Hard

CONTACT MATERIAL:
Beryllium Copper Alloy 172, HT

DIMENSION IN INCHES
TOLERANCES ON:
LENGTHS: ±0,13 
DIAMETERS: ±0,05
ANGLES: ± 2°

ORDER CODE: XXXX - X - 1X - XX - XX - XX - 10 - 0

BASIC PART #
SPECIFY SHELL FINISH: SPECIFY CONTACT FINISH:
01 5,08μm TIN/LEAD OVER NICKEL 02 2,54μm TIN/LEAD OVER NICKEL

 80 5,08μmTIN OVER NICKEL (RoHS)                           84 2,54μm TIN OVER NICKEL (RoHS)
 15 0,25μm GOLD OVER NICKEL (RoHS)  27 0,76μm GOLD OVER NICKEL (RoHS)

SELECT  CONTACT
#12 or #22  CONTACT (DATA ON PAGE 218)

RoHS
2002/95/EC

1,51,52,972,97

0,760,76

3,993,99

2,74 DIA.2,74 DIA.

P.C.B. PADP.C.B. PAD

1,521,52

2,13 DIA.2,13 DIA.

1,09 DIA.1,09 DIA.

2,792,79

5739-0-18-XX-12-XX-10-0
Surface mount

Also available on 16mm wide carrier
tape: 3,000 parts per 330mm reel.

Order as: 5739-0-58-XX-12-XX-10-0

1,751,75

2,972,97

P.C.B. Layout


