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SPECIFICATION:

1. ELECTRICAL RATING
IMPEDANCE: 50 OHMS
FREQUENCY RANGE: 0-6 GHz
ATTENUATION ACCURACY:

VSWR MAX.

AVERAGE INPUT POWER: 2W MAX AT +25 CELSIUS DEGREE, DERATED LINEARLY TO 0.5W MAX AT +125
CELSIUS DEGREE.

2. MECHANICAL RATING
ENGAGEMENT FORCE: 8.0 LBS MAX.
DISENGAGEMENT FORCE: 2.5 LBS MIN.
COUPLING MECHANISM RETENTION FORCE: 13.5 LBS MIN.
CONNECTOR DURABILITY: 500 CYCLES MIN.

3. ENVIRONMENTAL RATING
TEMPERATURE RANGE: -55 TO 125 CELSIUS DEGREE
SHOCK: MIL-STD-202, METHOD 213, CONDITION I.
THERMAL SHOCK: MIL-STD-202, METHOD 107, CONDITION B.
VIBRATION: MIL-STD-202, METHOD 204, CONDITION D.

4. MATERIAL AND FINISH
BODY/NUT; BRASS, TRI-ALLOY PLATED.
COUPLING SPRING: BERYLLIUM COPPER, TRI-ALLOY PLATED.
FEMALE CONTACT; BERYLLIUM COPPER, GOLD PLATED.
MALE CONTACT; BRASS, GOLD PLATED.
INSULATOR: TEFLON.
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