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EK 116 / EK 135

(IEC)

[mm2]

EK 116

EN 50 019 *

EK 135

EN 50 019 *

rigid

solid

0.5-16

0.5-16

0.75-35

0.75-35

flexible

stranded

0.5-10

0.5-10

0.75-25

0.75-25

AWG

20-6

–

18-2

–

I

[A]

76

–

125

–

* Certificate no.: NEMKO Ex-93.C.354U

E
Description

Connecting terminal block, copper, nickle-plated, is
pushed onto the neutral busbar NLS

up to 16 mm2 solid

up to 35 mm2 solid

Type

EK 116

EK 135

Order No.

04 01 01 0

04 01 02 3

Pcs.
Pkt.

10

10

Accessories

(1) Neutral busbar,
3 x 10 mm, 1 m long, copper,
tin-plated

(2) Support, insulating material, with
retaining screw, optionally applicable
for 3 x 10 mm or 6 x 6 mm busbars

(3) Double support, insulating
material, optionally applicable for 3 x
10 mm or
6 x 6 mm busbars, 48 mm high

(4) Double support, as above,
however only
36.8 mm high

(5) Support, with universal foot for
mounting on [ or 3 ; guides
busbar parallel to terminal strip

(7) Screwdriver

NLS-CU 3/10

AB/SS

AB 2/SS

ABN 2/SS

UAB 1

SZS 1,0 x 6,5

Imax.: 140 A 04 02 17 4

04 04 42 8

04 04 43 1

04 04 46 0

30 32 43 1

12 05 07 9

10

10

10

10

50

10
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Technische Daten

Dimensions

Width / length / height

Technical data in accordance with IEC/VDE

Maximum load current / cross section

Current carrying capacity of the neutral
busbar

Connection capacity

stranded with ferrule without / with plastic
sleeve

Multi-conductor connection (2 conductors with same
cross section)

solid / stranded

stranded with ferrule without plastic sleeve

stranded with TWIN ferrule with plastic
sleeve

Stripping length

Internal cylindrical gage (IEC 947-1:1988)

Thread

Torque

[mm]

[A] / [mm2]

[A]

[mm2]

[mm2]

[mm2]

[mm2]

[mm]

[Nm]

EK 116

8 / 40 / 36

76 / 16

140

0.5 - 16 / 0.5 - 10

0.5 - 10 / 0.5 - 10

0.5 - 10

0.5 - 10

14

B 6

M 5

2.5 - 3

EK 135

12 / 40 / 37

125 / 35

140

0.75 - 35 / 0.75 - 25

0.75 - 10 / 0.75 - 10

0.75 - 10

0.75 - 10

14

B 7

M 6

3.2 - 3.7
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