


CASE CODE
TC - WRAP & FILL - ROUND - AXIAL
TF - WRAP & FILL - FLAT - AXIAL
EC - EPOXY CASE - ROUND - AXIAL
EF - EPOXY CASE - FLAT - AXIAL
EFR - EPOXY CASE - FLAT - RADIAL

CAPACITANCE
IN MICROFARADS (mmmmmF)

VOLTAGE
.35 - 35 VDC
0 - 50 VDC
1 - 100 VDC
2 - 200 VDC
3 - 300 VDC
4 - 400 VDC
ETC.

SIZE  CODE
3 - STANDARD
2 - MINIATURE
1 - SUBMINIATURE
X - NON-STANDARD

FOR  EFC METRIC CASES USE THE
 ONE LETTER CASE CODE LISTED.

FOR  EFC "EC" STYLE USE THE
TWO LETTER CASE CODE.

TOLERANCE
1 - 1%
2 - 2%
5 - 5%
ETC.

DIELECTRIC CODE
1206 - POLYPROPYLENE/FOIL
1213 - METALLIZED POLYPROPYLENE
1306 - POLYESTER/FOIL
1313 - METALLIZED POLYESTER
1606 - POLYCARBONATE/FOIL
1613 - METALLIZED POLYCARBONATE
1906 - POLYSTYRENE/FOIL

CATALOG NOMENCLATURE

*  1206   EFR  -  3  -  .001  -   1  -  5



.001

.0012

.0015

.0022

.0027

.0039

.0047

.0056

.0068

.0082

.01

.012

.015

.018

.022

.027

.033

.039

.047

.056

.068

.082

.1

.12

.15

.18

.22

.27

.33

.39

.47

.56

.68

.82
1.0
1.25
1.5
2.0
3.0
4.0
5.0

1206TC-1
50 VDC

1206TC-2
100 VDC

1206TC-3
150 VDC

1206TC-3
200 VDC

1206TC-3
400 VDC

1206TC-3
600 VDCCap.

µµµµµF

   EFC
1206TC

<             ><       L  _.050"          >

1.625"
  Min.

Lead Specs.
Tinned  Copperweld
Under .250D = 24 AWG
.250 - .440D = 22 AWG
Above .440D = 20 AWG

Tubular
Wrap and Fill

              +

DIMENSIONS and RATINGS

1206TC

_ .050"+D

<
  

  
  

  
 >

D           L D           L D           L D           L D           L D           L

EFC will manufacture to any non-standard value and size. Please consult factory for special requirements.

(All dimensions in inches)

.180

.180

.180

.180

.180

.180

.180

.180

.180

.190

.200

.220

.240

.180

.190

.210

.230

.250

.270

.290

.260

.290

.310

.340

.380

.360

.390

.390

.430

.470

.430

.470

.510

.560

.620

.610

.670

.630

.700

.810

.180

.180

.180

.180

.180

.180

.200

.210

.230

.170

.190

.200

.220

.240

.270

.240

.260

.280

.310

.340

.370

.350

.390

.420

.420

.460

.500

.480

.520

.570

.620

.590

.650

.710

.720

.800

.800

.920
1.130

.406

.406

.406

.406

.406

.406

.406

.406

.406

.531

.531

.531

.531

.531

.531

.656

.656

.656

.656

.656

.656

.781

.781

.781

.906

.906

.906
1.190
1.190
1.190
1.190
1.440
1.440
1.440
1.190
1.190
1.190
1.940
1.940

.160

.170

.190

.230

.250

.180

.190

.210

.230

.250

.270

.290

.260

.280

.310

.340

.370

.350

.380

.420

.400

.440

.490

.450

.500

.550

.600

.670

.640

.700

.690

.750

.830

.830

.920
1.030
1.040
1.200

.150

.160

.170

.200

.220

.270

.290

.230

.250

.270

.300

.330

.360

.330

.360

.400

.380

.420

.460

.500

.450

.500

.550

.590

.660

.630

.690

.690

.760

.830

.830

.900

.990
1.090
1.110
1.240
1.360

.531

.531

.531

.531

.531

.531

.531

.656

.656

.656

.656

.656

.656

.781

.781

.781

.906

.906

.906

.906
1.190
1.190
1.190
1.190
1.190
1.440
1.440
1.690
1.690
1.690
1.940
1.940
1.940
1.940
2.250
2.250
2.250

.406

.406

.406

.406

.406

.531

.531

.531

.531

.531

.531

.531

.656

.656

.656

.656

.656

.781

.781

.781

.906

.906

.906
1.190
1.190
1.190
1.190
1.190
1.440
1.440
1.690
1.690
1.690
1.940
1.940
1.440
2.250
2.250
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ELECTRONIC  FILM  CAPACITORS, INC.

Polypropylene
and Foil
Capacitors

.180

.180

.180

.180

.180

.180

.180

.180

.190

.210

.230

.250

.180

.200

.210

.240

.260

.280

.250

.270

.290

.320

.350

.340

.370

.410

.400

.440

.490

.450

.490

.540

.590

.650

.630

.700

.690

.800

.890
1.030
1.150

.180

.180

.180

.180

.180

.180

.180

.180

.190

.210

.230

.250

.180

.200

.210

.240

.260

.280

.250

.270

.290

.320

.350

.340

.370

.410

.400

.440

.490

.450

.490

.540

.590

.650

.630

.700

.690

.800

.890
1.030
1.150

.406

.406

.406

.406

.406

.406

.406

.406

.406

.406

.406

.406

.531

.531

.531

.531

.531

.531

.656

.656

.656

.656

.656

.781

.781

.781

.906

.906

.906
1.190
1.190
1.190
1.190
1.190
1.440
1.440
1.690
1.690
1.940
1.940
1.940

.406

.406

.406

.406

.406

.406

.406

.406

.406

.406

.406

.406

.406

.531

.531

.531

.531

.531

.531

.531

.656

.656

.656

.656

.656

.781

.781

.906

.906

.906
1.190
1.190
1.190
1.190
1.190
1.440
1.440
1.440
1.690
1.690

.406

.406

.406

.406

.406

.406

.406

.406

.406

.406

.406

.406

.531

.531

.531

.531

.531

.531

.656

.656

.656

.656

.656

.781

.781

.781

.906

.906

.906
1.190
1.190
1.190
1.190
1.190
1.440
1.440
1.690
1.690
1.940
1.940
1.940



1206TF-1
50 VDC

1206TF-2
100 VDC

1206TF-3
150 VDC

1206TF-3
200 VDC

1206TF-3
400 VDC

1206TF-3
600 VDCCap.

µµµµµF T      W       L T       W      L T      W       L T       W      L

   EFC
1206TF

1206TF

<
  

  
  

  
 >

<             ><       L  _.050"          >

1.625"
  Min.

_ .050"+

+_ .050"

W

T

<   >
Lead Specs.
Tinned  Copperweld
Under .190T = 24 AWG
.190 - .380T = 22 AWG
Above .380T = 20 AWG

Oval
Wrap and Fill

              +

DIMENSIONS and RATINGS

T       W     L T      W      L

(All dimensions in inches)

EFC will manufacture to any non-standard value and size. Please consult factory for special requirements.

.120

.120

.120

.120

.120

.120

.120

.120

.120

.130

.140

.160

.180

.120

.130

.150

.170

.190

.210

.230

.200

.230

.250

.280

.320

.300

.330

.330

.370

.410

.370

.410

.450

.500

.560

.550

.610

.570

.620

.730

.210

.210

.210

.210

.210

.210

.210

.210

.210

.220

.240

.250

.280

.210

.230

.240

.260

.280

.310

.330

.300

.320

.350

.380

.420

.390

.430

.420

.460

.500

.460

.500

.550

.600

.660

.650

.700

.670

.750

.850

.406

.406

.406

.406

.406

.406

.406

.406

.406

.406

.406

.406

.406

.531

.531

.531

.531

.531

.531

.531

.656

.656

.656

.656

.656

.781

.781

.906

.906

.906
1.190
1.190
1.190
1.190
1.190
1.440
1.440
1.440
1.690
1.690

.120

.120

.120

.120

.120

.120

.120

.120

.130

.150

.170

.190

.120

.140

.150

.180

.200

.220

.190

.210

.230

.260

.290

.260

.290

.330

.320

.360

.410

.350

.390

.430

.480

.540

.520

.590

.570

.670

.770

.900
1.020

.001

.0012

.0015

.0022

.0027

.0039

.0047

.0056

.0068

.0082

.01

.012

.015

.018

.022

.027

.033

.039

.047

.056

.068

.082

.1

.12

.15

.18

.22

.27

.33

.39

.47

.56

.68

.82
1.0
1.25
1.5
2.0
3.0
4.0
5.0

.210

.210

.210

.210

.210

.210

.210

.210

.230

.240

.260

.280

.210

.220

.230

.250

.270

.290

.310

.280

.300

.330

.360

.390

.380

.420

.450

.490

.530

.510

.560

.600

.650

.710

.690

.760

.770

.870

.970
1.100
1.220

.406

.406

.406

.406

.406

.406

.406

.406

.406

.406

.406

.406

.531

.531

.531

.531

.531

.531

.656

.656

.656

.656

.656

.781

.781

.781

.906

.906

.906
1.190
1.190
1.190
1.190
1.190
1.440
1.440
1.690
1.690
1.940
1.940
1.940

.120

.120

.120

.120

.120

.120

.140

.150

.170

.110

.130

.140

.160

.180

.210

.180

.200

.220

.250

.280

.310

.270

.310

.340

.340

.380

.420

.370

.420

.460

.510

.490

.550

.610

.590

.670

.680

.800
1.000

.210

.210

.210

.210

.210

.220

.230

.250

.270

.210

.220

.240

.260

.280

.300

.270

.300

.320

.340

.370

.400

.400

.430

.470

.460

.500

.550

.540

.580

.630

.680

.650

.710

.780

.790

.870

.870

.990
1.200

.406

.406

.406

.406

.406

.406

.406

.406

.406

.531

.531

.531

.531

.531

.531

.656

.656

.656

.656

.656

.656

.781

.781

.781

.906

.906

.906
1.190
1.190
1.190
1.190
1.440
1.440
1.440
1.190
1.190
1.190
1.940
1.940

.120

.120

.130

.170

.190

.120

.130

.150

.170

.190

.210

.230

.200

.220

.250

.280

.310

.270

.300

.340

.320

.360

.410

.350

.400

.440

.500

.560

.540

.590

.570

.630

.700

.710

.790

.900

.920
1.080

.210

.210

.230

.260

.280

.210

.230

.240

.260

.280

.300

.330

.290

.310

.340

.370

.410

.400

.430

.460

.450

.490

.530

.510

.560

.610

.660

.730

.700

.760

.760

.830

.900

.910

.990
1.100
1.110
1.270

.406

.406

.406

.406

.406

.531

.531

.531

.531

.531

.531

.531

.656

.656

.656

.656

.656

.781

.781

.781

.906

.906

.906
1.190
1.190
1.190
1.190
1.190
1.440
1.440
1.690
1.690
1.690
1.940
1.940
1.440
2.250
2.250

.120

.120

.120

.140

.160

.210

.230

.170

.190

.210

.240

.270

.300

.350

.280

.320

.300

.340

.380

.420

.350

.390

.440

.490

.560

.520

.590

.570

.640

.700

.700

.780

.870

.960

.990
1.120
1.230

.210

.210

.210

.240

.260

.300

.320

.260

.280

.310

.330

.360

.400

.380

.410

.450

.430

.460

.500

.540

.510

.560

.610

.660

.720

.690

.750

.760

.8300

.900

.900

.970
1.060
1.160
1.180
1.310
1.430

.531

.531

.531

.531

.531

.531

.531

.656

.656

.656

.656

.656

.656

.781

.781

.781

.906

.906

.906

.906
1.190
1.190
1.190
1.190
1.190
1.440
1.440
1.690
1.690
1.690
1.940
1.940
1.940
1.940
2.250
2.250
2.250
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ELECTRONIC  FILM  CAPACITORS, INC.

.120

.120

.120

.120

.120

.120

.120

.120

.130

.150

.170

.190

.120

.140

.150

.180

.200

.220

.190

.210

.230

.260

.290

.260

.290

.330

.320

.360

.410

.350

.390

.430

.480

.540

.520

.590

.570

.670

.770

.900
1.020

.210

.210

.210

.210

.210

.210

.210

.210

.230

.240

.260

.280

.210

.220

.230

.250

.270

.290

.310

.280

.300

.330

.360

.390

.380

.420

.450

.490

.530

.510

.560

.600

.650

.710

.690

.760

.770

.870

.970
1.100
1.220

.406

.406

.406

.406

.406

.406

.406

.406

.406

.406

.406

.406

.531

.531

.531

.531

.531

.531

.656

.656

.656

.656

.656

.781

.781

.781

.906

.906

.906
1.190
1.190
1.190
1.190
1.190
1.440
1.440
1.690
1.690
1.940
1.940
1.940

Polypropylene
and Foil
Capacitors



µµµµµF

1206EC
50 VDC

1206EC
100 VDC

1206EC
150 VDC

1206EC
200 VDC

DIMENSIONS and RATINGS
Cap.

<             ><       L  _.050"          >

1.625"
  Min.

ELECTRONIC  FILM  CAPACITORS, INC.

 Reidville Industrial Park  * 41  Interstate Lane  *  WATERBURY, CONNECTICUT  06705

 Phone (203) 755-5629                                                 FAX (203) 755-0659

Lead Specs.
Tinned  Copperweld
Under .250D = 24 AWG
.250 - .440D = 22 AWG
Above .440D = 20 AWG

.001

.0012

.0015

.0022

.0027

.0039

.0047

.0056

.0068

.0082

.01

.012

.015

.018

.022

.027

.033

.039

.047

.056

.068

.082

.1

.12

.15

.18

.22

.27

.33

.39

.47

Epoxy case
(Axial Leads)   EFC

1206EC

              +

1206EC

D            L D           L D           L D           L D           L

_ .010"+D

<
  

  
  

  
 >

DIAMETER LENGTH

1 = .187
2 = .225
3 = .250
4 = .312

5 = .375
6 = .437
7 = .500

D = .750
E = .875
F = 1.190

A = .375
B = .500
C = .625

SIZE  CODE

1
1
1
1
1
1
1
2
2
2
2
2
2
2
3
3
3
3
4
4
4
4
4
5
5
5
6
6
7
7
7

1
1
1
1
1
1
2
2
1
1
2
2
2
3
3
3
3
4
4
4
4
5
5
5
5
6
6
7
7
7

1
1
1
1
2
2
2
2
2
2
3
3
2
3
4
4
4
4
4
5
5
5
6
6
7
7
7

A
A
A
A
A
A
B
B
B
B
B
B
C
C
C
C
C
C
D
D
D
E
E
E
E
E
F

2
2
2
1
2
2
3
3
2
3
3
4
4
4
4
5
5
5
6
6
7
7
7
7

A
A
A
B
B
B
B
B
C
C
C
C
C
C
D
D
D
E
E
E
E
E
F
F

EFC will manufacture to any non-standard value and size. Please consult factory for special requirements.

D           L

1206EC
600 VDC

1206EC
400 VDC

2
2
2
3
3
3
3
4
4
4
4
4
5
5
5
6
6
7
7
7
7

A
A
A
A
A
A
A
A
B
B
B
B
B
B
B
C
C
C
C
C
D
D
D
D
E
E
E
E
F
F

(All dimensions in inches)

A
A
A
A
A
A
A
A
A
A
B
B
B
B
B
B
C
C
C
C
C
D
D
D
D
E
E
E
E
F
F

Polypropylene
and Foil
Capacitors

1
1
1
1
1
1
2
2
1
1
2
2
2
3
3
3
3
4
4
4
4
5
5
5
5
6
6
7
7
7

A
A
A
A
A
A
A
A
B
B
B
B
B
B
B
C
C
C
C
C
D
D
D
D
E
E
E
E
F
F

B
B
B
B
B
C
C
C
C
C
D
D
D
D
E
E
E
E
E
F
F



DIMENSIONS and RATINGS

1206EFR

Cap.

                   <       L  _.010"          >

_ .010"+H

ELECTRONIC  FILM  CAPACITORS, INC .
 Reidville Industrial Park  * 41  Interstate Lane  *  WATERBURY, CONNECTICUT  06705

 Phone (203) 755-5629                                                 FAX (203) 755-0659

.001

.0012

.0015

.0022

.0027

.0039

.0047

.0056

.0068

.0082

.01

.012

.015

.018

.022

.027

.033

.039

.047

.056

.068

.082

.1

.12

.15

.18

.22

.27

.33

.39

.47

.56

.68

.82
1.0
1.25
1.5
2.0

              +

.160

.160

.160

.160

.160

.160

.160

.160

.160

.160

.180

.180

.180

.180

.180

.180

.240

.240

.240

.300

.300

.300

.300

.300

.300

.400

.400

.400

.400

.400

.400

.570

.570

.570

.570

.160

.160

.160

.160

.160

.160

.160

.160

.160

.180

.180

.180

.180

.180

.180

.240

.240

.240

.300

.300

.300

.300

.300

.300

.400

.400

.400

.400

.400

.400

.570

.570

.570

.570

.700

.570

.700

.700

.160

.160

.180

.180

.180

.180

.180

.180

.240

.240

.240

.300

.300

.300

.300

.300

.300

.300

.400

.400

.400

.400

.400

.400

.570

.570

.570

.700

.700

.570

.700

.700

.800

.800

   EFC
1206EFR

T _ .010"+

< >

                   <     S  _.015"      >+ <
  

  
> 1.00 "

MIN

1206EFR-3
  600 VDC

1206EFR-3
  400 VDC

1206EFR-3
  200 VDC

1206EFR-1
  50 VDC

.180

.180

.180

.180

.240

.240

.300

.300

.300

.300

.300

.300

.300

.300

.400

.400

.400

.440

.400

.400

.400

.570

.570

.570

.700

.700

.570

.700

.700

.700

.800

(All dimensions in inches)

EFC will manufacture to any non-standard value and size. Please consult factory for special requirements.

µµµµµF

<
  

  
  

  
  

  
 >

Polypropylene
and Foil
Capacitors

.330

.330

.330

.330

.330

.330

.330

.330

.330

.330

.330

.330

.330

.330

.330

.330

.370

.370

.370

.430

.430

.430

.430

.430

.430

.550

.550

.550

.550

.550

.550

.730

.730

.740

.740

.330

.330

.330

.330

.330

.330

.330

.330

.330

.330

.330

.330

.330

.330

.330

.370

.370

.370

.430

.430

.430

.430

.430

.430

.550

.550

.550

.550

.550

.550

.730

.730

.730

.730

.940

.730
1.125
1.125

.330

.330

.330

.330

.330

.330

.330

.330

.330

.330

.330

.330

.370

.370

.370

.430

.430

.430

.430

.430

.430

.430

.550

.550

.550

.550

.550

.730

.730

.730

.730

.940

.940

.730
1.125
1.125

.420

.420

.420

.420

.420

.420

.420

.420

.550

.550

.550

.550

.550

.550

.570

.570

.570

.670

.670

.670

.820

.820

.820

.820
1.040
1.240
1.240
1.240
1.240
1.240
1.240
1.240
1.240
1.750
1.750
1.750

.420

.420

.420

.550

.550

.550

.550

.550

.550

.550

.550

.550

.550

.670

.670

.670

.820

.820

.820

.820
1.040
1.040
1.240
1.240
1.240
1.240
1.240
1.240
1.240
1.750
1.750
1.750
1.750
1.750

.330

.330

.330

.330

.370

.370

.430

.430

.430

.430

.430

.430

.430

.430

.550

.550

.550

.550

.550

.550

.550

.730

.730

.730

.940

.940

.730
1.125
1.125
1.125
1.125

.550

.550

.550

.550

.550

.550

.550

.550

.670

.670

.670

.670

.820

.820

.820

.820

.820
1.040
1.240
1.240
1.240
1.240
1.240
1.240
1.240
1.240
1.750
1.750
1.750
1.750
1.750

T       L       H T       L       H T       L       H T       L       H

.160

.160

.160

.160

.160

.160

.180

.180

.180

.180

.180

.180

.240

.240

.240

.300

.300

.300

.300

.300

.300

.300

.400

.400

.400

.400

.400

.570

.570

.570

.570

.700

.700

.570

.700

.700

T       L       H

  L
.420
.550
.670
.820
1.04
1.24
1.75

AWG
   22
   22
   22
   22
   22
   20
   20

   S
  .30
  .40
  .50
  .60
  .80
1.10
1.60

Epoxy Case
(Radial Leads)

Lead Specs. - Tinned Copperweld

    1206EFR-2
  100-150 VDC

.420

.420

.420

.420

.420

.420

.420

.420

.420

.420

.550

.550

.550

.550

.550

.550

.550

.550

.550

.550

.670

.670

.820

.820

.820

.820
1.040
1.040
1.240
1.240
1.240
1.240
1.240
1.240
1.240
1.750
1.750
1.750

.330

.330

.330

.330

.330

.330

.330

.330

.370

.370

.370

.430

.430

.430

.430

.430

.430

.430

.550

.550

.550

.550

.550

.550

.730

.730

.730

.940

.940

.730
1.125
1.125
1.125
1.125

.420

.420

.420

.420

.420

.420

.420

.420

.420

.420

.420

.420

.550

.550

.550

.550

.550

.550

.550

.550

.550

.670

.670

.670

.820

.820

.820

.820
1.040
1.240
1.240
1.240
1.240
1.240
1.240



 7.5
.295
  10
.394
  10
.394
  10
.394
  15
.591
  15
.591
  15
.591
  20
.787
  20
.787
 22.5
.886
 22.5
.886
 22.5
.886
 22.5
.886
27.5
1.08
27.5
1.08

                   <     S  _.025"          >

                   <       L  _.010"          >

DIMENSIONS and RATINGS

1206EFR

_ .010"+H

ELECTRONIC  FILM  CAPACITORS, INC.

 Reidville Industrial Park  * 41  Interstate Lane  *  WATERBURY, CONNECTICUT  06705

 Phone (203) 755-5629                                                 FAX (203) 755-0659

.001

.0012

.0015

.0022

.0027

.0039

.0047

.0056

.0068

.0082

.01

.012

.015

.018

.022

.027

.033

.039

.047

.056

.068

.082

.1

.12

.15

.18

.22

.27

.33

.39

.47

.56

.68

.82

Epoxy Case
(Radial Leads)

T _ .010"+

< >

<
  

  
> 1.00 "

MIN

<
  

  
  

  
  

 >

        Lead Specs.
Tinned  Copperweld
B through E cases: 22 AWG
F through Q cases: 20 AWG

CASE
 SIZE

mm
  in.

mm
  in.L T H S

mm
  in.

10.5
.413
  13
.512
  13
.512
  13
.512
  18
.709
  18
.709
  18
.709
26.5
1.04
26.5
1.04
26.5
1.04
26.5
1.04
26.5
1.04
26.5
1.04
 32
1.26
 32
1.26

B

D
E
F
G
H
J
K
L
M
N
O
P
Q

C

   4
.157
   4
.157
   5
.197
   6
.236
   5
.197
   6
.236
 7.5
.295
   6
.236
   7
.276
   6
.236
   7
.276
  8.5
.335
  10
.394
  11
.433
  13
.512

  9
.354
  9
.354
  11
.433
  12
.472
  11
.433
  12
.472
13.5
.531
  15
.591
  16
.630
  15
.591
  16
.630
16.3
.642
  19
.748
  20
.787
  22
.866

    EFC
1206EFR

+

              +

(All dimensions in inches)

EFC will manufacture to any non-standard value and size. Please consult factory for special requirements.

Polypropylene
and Foil
Capacitors

Cap.
 µ µ µ µ µF

160/100
VDC/VAC

 250/160
VDC/VAC

 400/220
VDC/VAC

C
C
C
D
D
E
F
F
G
G
H
H
J/L
J/L
K/M
N
N
O
O
P
P
P
Q
Q

B
B
B
C
C
C
C
C
D
E
E
F
G
H
H
H
J/L
K/M
K/M
N
N
O
P
P
P
Q
Q

B
B
B
B
B
B
C
C
C
C
C
C
D
D
E
E
G
G
H
H
J/L
K/M
K/M
N
O
O
P
P
P
Q

B
B
B
B
B
B
B
B
B
C
C
C
C
C
D
D
E
E
F
G
G
H
H
J/L
K/M
N
N
O
O
P
P
Q
Q

B
B
B
B
B
B
B
B
B
B
B
C
C
C
C
D
D
E
E
E
G
G
H
H
J/L
K/M
N
N
O
O
P
P
P
Q

mm
  in.

 630/250
VDC/VAC

  63/40
VDC/VAC



Polypropylene
and Foil
Capacitors

1206DFR-3
100 VDC

1206DFR-3
250 VDC

1206DFR-3
400 VDCCap.

µµµµµF T       L      H T       L      H T       L      H T      L      H

1206DFR

DIMENSIONS and RATINGS

Reidville Industrial Park  * 41  Interstate Lane  *  WATERBURY, CONNECTICUT  06705
 Phone (203) 755-5629  *  E-Mail: efc@filmcapacitors.com  *   FAX (203) 755-0659

ELECTRONIC  FILM  CAPACITORS, INC.

(All dimensions in millimeters)

.001

.0012

.0015

.0022

.0027

.0039

.0047

.0056

.0068

.0082

.01

.012

.015

.018

.022

.027

.033

.039

.047

.056

.068

.082

.1

.12

.15

.18

.22

.27

.33

.39

.47

.56

.68

.82
1.0

Lead Specs. - Tinned Copperweld

Epoxy Dipped
(Radial Leads)         EFC

1206DFR

T      L      H

1206DFR-3
1000 VDC

1206DFR-3
630 VDC

1206DFR-3
160 VDC

T       L      H

   L     S
10.5        7.5           0.6
13.0      10.0           0.6
18.5      15.0           0.8
26.0      22.0           0.8
31.0      27.0           0.8
36.0      32.0           0.8
44.0      38.0           0.8

  DIA.

4.0
4.0
4.0
4.0
4.0
4.0
4.0
4.0
4.0
4.0
4.0
4.5
4.5
4.0
4.5
5.0
5.0
5.5
6.0
5.0
5.5
6.0
6.5
7.0
8.0
8.5
7.5
8.5
9.0
9.5

10.0
9.5

10.5
11.5
13.0

8.0
8.0
8.0
8.0
8.0
8.0
8.0
8.0
8.0
8.0
8.5
8.5
9.0
8.5
9.0
9.0

10.0
11.0
12.0
10.0
11.0
12.0
12.5
13.0
14.0
15.0
14.0
15.0
16.5
17.0
20.0
18.0
20.0
21.0
24.0

10.5
10.5
10.5
10.5
10.5
10.5
10.5
10.5
10.5
10.5
10.5
10.5
10.5
13.0
13.0
13.0
13.0
13.0
13.0
18.5
18.5
18.5
18.5
18.5
18.5
18.5
26.0
26.0
26.0
26.0
26.0
31.0
31.0
31.0
31.0

4.0
4.0
4.0
4.0
4.0
4.0
4.0
4.0
4.0
4.0
4.5
4.5
5.0
5.0
5.5
6.0
6.5
5.5
6.0
6.5
7.0
7.5
8.0
8.5
8.0
8.5
9.0

10.0
9.5

10.5
11.5
12.5
13.5
13.5
15.0

8.0
8.0
8.0
8.0
8.0
8.0
8.0
8.0
8.5
9.0
9.0
9.0
9.0

10.0
11.0
12.0
12.5
11.0
12.0
12.5
13.0
13.5
14.0
15.0
14.0
15.0
16.5
19.0
17.0
20.0
21.0
22.0
24.0
24.0
27.0

10.5
10.5
10.5
10.5
10.5
10.5
10.5
10.5
10.5
10.5
10.5
13.0
13.0
13.0
13.0
13.0
13.0
18.5
18.5
18.5
18.5
18.5
18.5
18.5
26.0
26.0
26.0
26.0
31.0
31.0
31.0
31.0
31.0
36.0
36.0

4.0
4.0
4.0
4.0
4.0
4.0
4.0
4.5
4.5
4.5
5.0
5.5
6.0
6.5
6.5
5.5
6.0
6.5
7.0
7.5
8.0
8.5
8.0
8.5
9.0
9.5
9.5

10.0
11.5
10.5
13.5
13.5
15.5
14.0
16.0

8.0
8.0
8.0
8.0
8.0
8.0
8.5
9.0
9.5
9.0

10.0
11.0
12.0
12.0
12.5
11.0
12.0
12.5
13.0
13.5
14.0
15.0
14.0
15.0
16.5
18.0
18.0
19.0
21.0
22.0
24.0
24.0
28.0
25.0
28.0

10.5
10.5
10.5
10.5
10.5
10.5
10.5
10.5
10.5
13.0
13.0
13.0
13.0
13.0
13.0
18.5
18.5
18.5
18.5
18.5
18.5
18.5
26.0
26.0
26.0
31.0
31.0
31.0
31.0
31.0
31.0
36.0
36.0
44.0
44.0

4.0
4.0
4.0
4.0
4.0
4.5
5.0
5.0
5.5
6.0
6.5
5.0
5.5
6.0
6.5
7.5
8.5
7.0
7.5
8.0
8.5
9.5
9.5

10.0
10.5
11.5
13.0
13.0
14.0
13.5
15.0

8.0
8.0
8.0
8.5
9.0
9.0
9.5

10.0
11.0
12.0
12.5
10.0
11.0
12.0
12.5
14.0
15.0
13.0
14.0
15.0
16.0
18.0
17.0
19.0
20.0
21.0
23.0
23.0
25.0
24.0
27.0

10.5
10.5
10.5
10.5
10.5
13.0
13.0
13.0
13.0
13.0
13.0
18.5
18.5
18.5
18.5
18.5
18.5
26.0
26.0
26.0
26.0
31.0
31.0
31.0
31.0
31.0
31.0
36.0
36.0
44.0
44.0

4.5
4.5
4.5
5.0
5.0
6.0
6.5
5.0
5.0
5.5
6.0
6.5
7.0
7.5
8.0
7.5
8.0
8.5
9.5

10.0
10.0
9.5

10.5
12.0
13.0
13.0
14.5
14.0
16.0
17.0
18.0

8.5
8.5
9.0
9.5

10.0
12.0
12.5
9.5

10.0
11.0
12.0
12.5
13.0
13.5
14.0
14.0
15.0
16.0
17.0
19.0
19.0
18.0
20.0
22.0
24.0
24.0
26.0
25.5
28.0
32.0
34.0

10.5
10.5
10.5
13.0
13.0
13.0
13.0
18.5
18.5
18.5
18.5
18.5
18.5
18.5
18.5
26.0
26.0
26.0
26.0
26.0
31.0
31.0
31.0
31.0
31.0
36.0
36.0
44.0
44.0
44.0
44.0

5.0
5.0
5.5
6.0
5.0
5.5
6.0
6.5
7.0
7.5
9.5
7.5
8.5
8.5
9.0
9.5
9.5

10.0
11.0
12.0
13.0
12.0
13.0
13.5
15.0
16.5
18.0

10.0
10.0
11.0
12.0
9.5

11.0
12.0
12.5
13.0
14.0
17.0
14.0
15.0
16.0
17.0
18.0
18.0
19.0
20.0
22.0
24.0
22.0
24.0
25.0
27.0
30.0
34.0

13.0
13.0
13.0
13.0
18.5
18.5
18.5
18.5
18.5
18.5
18.5
26.0
26.0
26.0
26.0
26.0
31.0
31.0
31.0
31.0
31.0
36.0
36.0
44.0
44.0
44.0
44.0

EFC will manufacture to any non-standard value and size. Please consult factory for special requirements.

<                 >

<

             >< "L" 
max

<

"H" 
max

"T" 
max

"S"

<

<



1206DFR-2
63VDCCap.

µµµµµF

1206DFR

DIMENSIONS and RATINGS

Reidville Industrial Park  * 41  Interstate Lane  *  WATERBURY, CONNECTICUT  06705
 Phone (203) 755-5629  *  E-Mail: efc@filmcapacitors.com *   FAX (203) 755-0659

ELECTRONIC  FILM  CAPACITORS, INC.

(All dimensions in millimeters)

Lead Specs. - Tinned Copperweld

Epoxy Dipped
(Radial Leads)

     T                H L

  L              S           DIA.

  8.0        5.0           0.5
10.5        7.5           0.6
13.0      10.0           0.6
18.5      15.0           0.8
26.0      22.5           0.8
31.0      27.5           0.8

4.5
4.5
4.5
4.5
4.5
4.5
4.5
4.5
4.5
4.5
4.5
4.5
4.5
5.0
5.5
6.0
6.5
5.5
6.0
6.5
7.0
6.0
6.5
7.0
8.0
8.5
9.0
9.5

10.5
11.5
12.5

7.5
7.5
7.5
7.5
7.5
7.5
8.0
8.0
8.0
8.0
8.0
8.0
8.0
9.0

10.0
11.0
11.5
11.0
12.0
13.0
14.0
12.0
12.5
13.0
14.0
15.5
16.5
18.0
20.0
22.0
24.0

Miniature
Polypropylene
and Foil

.001

.0012

.0015

.0022

.0027

.0039

.0047

.0056

.0068

.0082

.01

.012

.015

.018

.022

.027

.033

.039

.047

.056

.068

.082

.1

.12

.15

.18

.22

.27

.33

.39

.47

8.0
8.0
8.0
8.0
8.0
8.0
8.0
8.0
8.0

10.5
10.5
10.5
10.5
10.5
10.5
10.5
10.5
13.0
13.0
13.0
13.0
18.5
18.5
18.5
18.5
18.5
18.5
18.5
18.5
18.5
18.5

EFC will manufacture to any non-standard value and size. Please consult factory for special requirements.

<                 >

<

             >< "L" 
max

<

"H" 
max

"T" 
max

"S"

<

<

         EFC
1206DFR


