
Features

• complies with ANSI and ETSI requirements

• matched to all leading chip sets

• very low THD permits maximum loop lengths

• 1500V minimum isolation

• excellent quality at competitive price due to high

volume production

• manufactured in ISO-9001 approved Talema facility

                            Transformer Selection Guide Typical Performance Data

Electrical Specifications @ 25°C           Operating Temperature:  -40° to +85°C

                                Package and Outline                   Schematic

Note:  Pin 1 has been removed for polarization reference
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HPT Series  -  HDSL Transformers
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A001-TPH 1:1:tc1 %6±0.3 02 3.2/3.2 07 0051 A

A011-TPH 1:1:tc1 %6±0.2 02 3.2/3.2 07 0051 A

A021-TPH 1:1:tc2 %6±0.3 02 3.2/6.4 061 0051 A

A031-TPH 1:1:tc2 %6±0.2 02 3.2/6.4 061 0051 A

A041-TPH 1:1:tc1 %01±5.3 04 3.2/3.2 07 0051 A

A051-TPH 1:1:tc1 %01±0.5 04 6.2/6.2 07 0051 A

A061-TPH 1:1:tc1 %01±0.8 04 6.2/6.2 07 0051 A

B071-TPH tc8.1:tc1 %6±57.2 02 0.3/2.3 57 0002 B

C081-TPH 9.0:9.0:tc1 %6±30.2 02 0.2/0.2 57 0052 C
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