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70 MHz Standard Filter for Base Station applications
Part Number ACTF070012/PK10

Typical Performance

Delay 288 ns/ Ref 2.35 ps 02
Log Mag 1.@ dB/ Ref -4@.08 dB c?
Meas1:M 70.009 MHz
3.0fus
70.000 MHz
138.94jdB

Log Mag 128.28 dB/ Ref -68.39 dB c?
Log Mag 1.8 dB/ Ref -42.88 dB  C?
Meias1: M 78,647 MHz
141.128dB
78.998 MHz
186 .73pdR
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Center 78.8088 MHz 5 Span 6.288 MHz Span 6.22d MHz

Hotl: 0.6MHDiv
Vetca: 200nfDiv

Hoel: 0.6MHDiv
Vetca: 10dB/Div

Specification

Paamekr Unit  [Minimm Tixal Majmm
Cene Fegncy MHEg 699 70 70,1
Insto LetF 0 dB 33 35
1 dB Bandigh MHz 0.9
3 dB Bandigth MHz 117
40dB Bandigth MHz 1.88
Paband Varatn dB 0.80 1.0
Phas Lineary Deg
GDelaywaratn nec 200
Abka Delay BC 2P
Ulimae Rejecto 0B 40
Sbee Masial - Qer
AmbientTempaa °c 25

In keeping with our ongoing policy of product evolvement and improvement, the above specification is subject to change without

notice.
ISO9001: 2000 Registered Registration number 6830/2
For quotations or further information please contact us at:
3 The Business Centre, Molly Millars Lane, Wokingham, Berks, RG41 2EY, UK
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