143 DIA.
——

118 DIA.

\
\
“\Wf i
|
l
!

0394-0-15-XX-07-XX-10-0
Solder mount in .120 min.
mounting hole

0493

032
028
157 DIA, | i
o T 7
147 DA._F | -1 TT57 105
137 DIA. i | i ZTB
— —

0493-0-15-XX-07-XX-10-0

Press-fit in .144 mounting hole

0370

144 DIA.

.128 DIA.

L
{\

100 DIA.
.050 DIA.
HOLE i 250
073 DIA. 1090 L
HE T T

0370-0-19-XX-07-XX-10-0

#18 Gage crimp barrel

PIN RECEPTACLES
for .065” - .082” diameter pins

0393

053
143 DIA. \‘, b p
187 DIA. Li ! %jﬂm{ﬁ
"‘Lifi,azxo
142 DIA. 412

0393-0-15-XX-07-XX-10-0
Solder mount in .144 min.
mounting hole

031
| 1028

156 DIA_p—] AT m

147 DIA. T—
ey, i

136 DIA. ‘ ) P J

060 DIA. ‘ w

] 255
‘ |

0490-0-15-XX-07-XX-04-0

Press-fit in .144 mounting hole

4040

.128 DIA.

.144 DIA.

110 DIA.

.385

.070 DIA.
HOLE

4040-0-19-XX-07-XX-10-0

Wire Termination

0391

3
189 DIA. 1 i t
|

‘E Tk
157 DIA. [} V i 270'

0391-0-15-XX-07-XX-10-0
Solder mount in .159 min.
mounting hole

03028
157 DIA. \ L¢
o AL ]
147 DIA. -
AL ZALIL I ) / F1s6 .,
137 DIA__ >w y t | 20
‘ J
.081 DIA. ‘ 1 P 225
L — 150 :
075 4 |
.045 DIA. |
HOLE

0616-0-18-XX-07-XX-10-0

Press-fit in .144 mounting hole

0491
|

1567 DIA.

1562 DIA.

.066 DIA. /i@ S
HOLE

.080 DIA. g 315

0491-0-19-XX-07-XX-04-0

For use in stackable

patch cords

’14:'
9016
| :
172 DIA. ; LSO M{W 1
Loson | L8IEL
125 DIA. | f J

107 DIA. ‘«
HOLE

9016-0-15-XX-07-XX-10-0

Press-fit in .131 mounting hole

0387

147 DIA._p=—— ]
MAX. ] s
|
375
144 DIA. 440
.060 DIA. \
125
v oy

0387-0-15-XX-07-XX-04-0
Solder mount in .063 min.
mounting hole

9214

157 DA

.505

|

9214-0-15-XX-07-XX-10-0

Solder mount in .083 min.

.081 DIA.

mounting hole

SPECIFICATIONS

SHELL MATERIAL:
Brass Alloy 360, 1/2 Hard

CONTACT MATERIAL:
Beryllium Copper Alloy 172, HT

DIMENSION IN INCHES
TOLERANCES ON:

LENGTHS: +.005
DIAMETERS: +.002
ANGLES: +2°

ORDER CODE: XXXX-X-1X-XX-07-XX-XX-0

BASIC PART # —/

SPECIFY SHELL FINISH:

01 200p” TIN/LEAD OVER NICKEL
<> 80 200" TIN OVER NICKEL (RoHS)
<> 15 10p” GOLD OVER NICKEL (RoHS)

<ﬂﬂ§>
2002/95/EC

__// “ \\__
SPECIFY CONTACT FINISH:

01 200p” TIN/LEAD OVER NICKEL
<> 80 200" TIN OVER NICKEL (RoHS)
<> 27 30p” GOLD OVER NICKEL (RoHS)

CONTACT

#07 CONTACT (DATA ON PAGE 222)

www.mill-max.com
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®516-922-6000



