
PINSM

A HINE
D

C

PR
EC

IS IONPIN RECEPTACLES
for 2,13 - 2,59 diameter pins

www.mil l -max.com  516-922-6000163

SPECIFICATIONS

SHELL MATERIAL:
Brass Alloy 360, 1/2 Hard

CONTACT MATERIAL:
Beryllium Copper Alloy 172, HT

DIMENSION IN INCHES
TOLERANCES ON:
LENGTHS: ±0,13 
DIAMETERS: ±0,05
ANGLES: ± 2°

1,781,78 3,13,1
4,32 DIA.4,32 DIA.

4,194,19
1,091,09

3,56 DIA.3,56 DIA.

3,1 DIA.3,1 DIA.

3,43 DIA.3,43 DIA.

KNURLKNURL

HOLEHOLE

0388-0-15-XX-08-XX-10-0
Press-fit in 3,51 mounting hole

0388

9,789,78

3,13,1

4,52 DIA.4,52 DIA.

1,41,4

11,311,3

4,394,39

0,760,76
1,521,52

1,351,35

0,460,46

0,250,25

SLOTSLOT

4,11 DIA.4,11 DIA.

3,96 DIA.3,96 DIA.

1,4 DIA.1,4 DIA.

0,97 DIA.0,97 DIA.

1,14 DIA.1,14 DIA.

0,66 DIA.0,66 DIA.

HOLEHOLE

8963-0-31-XX-08-XX-04-0
Compliant press-fit in 1,02±0,08 plated

hole. For 1,52→2,54 thick board.

8963

3,633,63

10,5410,54

4,78 DIA.4,78 DIA.

9,149,14

2,672,67

3,61 DIA.3,61 DIA.

0390-0-15-XX-08-XX-10-0
Solder mount in 3,66 min.

mounting hole

0390

0389-X-15-XX-08-XX-10-0
Swage mount in 2,39 hole

0389

3,13,1

9,789,78

4,04 DIA.4,04 DIA.

2,112,11

V

11,311,3

2,622,62

MAX.MAX.

1,68 DIA.1,68 DIA.
1,02 DIA.1,02 DIA.

2,34 DIA.2,34 DIA.

3,96 DIA.3,96 DIA.

Basic Part
Number

Board     
Thickness

Length
V

0389-2
0389-3
0389-4

1,57
2,39
3,18

2,39
3,18
3,96

ORDER CODE: XXXX - X - XX - XX - 08 - XX - 10 - 0

BASIC PART #
SPECIFY SHELL FINISH: SPECIFY CONTACT FINISH:
01 5,08μm TIN/LEAD OVER NICKEL 01 5,08μm TIN/LEAD OVER NICKEL

 80 5,08μmTIN OVER NICKEL (RoHS)                           80 5,08μm TIN OVER NICKEL (RoHS)
 15 0,25μm GOLD OVER NICKEL (RoHS)  27 0,76μm GOLD OVER NICKEL (RoHS)

CONTACT
#08 CONTACT (DATA ON PAGE 226)

RoHS
2002/95/EC


