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AC SERIES XLR CABLE CONNECTORS

METAL SHELL TYPE - SOLDER

PART NUMBER BREAKDOWN
METAL SHELL TYPE - SOLDER

ENTERTAINMENT INTERCONNECT CATALOGUE - Amphenol Australia Pty Ltd  Telephone 61 3 8796 8888 Fax 61 3 8796 8801 www.amphenolaudio.com

13

J Large Jaws 6.5mm - 8mm 
cable O.D. (0.255” to 0.314”)

E. G .  AC3MMBJ-AU BULK
          AC (Series Prefix), 3 contacts, Male, Machined Contacts, Black Polyester Finish,    
         J (Large Jaws),- AU (Gold Plated Contacts), Bulk Packaged.
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Series Prefix

3 Contacts
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6 Contacts

7 Contacts

Female Socket Contacts

Male Pin Contacts

SERIES PREFIX

CONTACT LAYOUTS

-

GENDER

Blank

NOTE:

Stamped Contacts

G Stamped Contacts, Ground Tag

4 - 7 contact connectors have machined contacts and 
grounding as standard. They are not available in stamped contacts.

CONTACT

Blank Nickel Plated Finish 

B Black Polyester Finish 

SHELL FINISH

Blank Standard Jaws 3 mm - 6.5 mm 
cable O.D. (0.118” to 0.255”)

CABLE CLAMP

Blank

                       NOTE:  
                                            7 Contact is gold plated as standard.

Standard Plating ( Silver or Tin - 
Refer to Standard Data.)

AU Gold Plated

  CONTACT PLATING

BULK

Blank

Bulk Packed 

Individual BagsPACKAGING
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AC 3 M M B J AU BULK

Note: All AC Series Connectors are available with optional colour coded boot / backshell.
Refer to page 80 and simply add colour to end of part number. Example: AC3MM - RED

M Machined Contacts=

MG Machined Contacts, Ground Tag
(Applicable 3 male pin contacts, option 
M and MG only)

=


