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CHARACTERISTICS   TC = 25 °C 
SYMBOL TEST CONDITIONS MINIMUM TYPICAL MAXIMUM UNITS 

BVDSS IDS = 120 mA        VGS = 0 V 65   V 
IDSS VDS = 28 V      VGS = 0 V   6.0 mA 
IGSS VDS = 0 V      VGS = 30 V   1.0 µµµµA 
VGS IDS = 600 mA      VGS = VDS  1.0  7.0 V 
gM VDS = 10 V      VGS = 5.0 V  7.2  mho 

RDSON VGS = 20 V       IDS = 15 A 5.0   ΩΩΩΩ 
IDSAT VGS = 20 V           VDS = 10 V  42  A 
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VDS  = 28 V     IDQ = 1.2 A    Pout = 300 W 
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RF POWER VDMOS TRANSISTOR 

PACKAGE  STYLE  .385X.850 4LFG 

 
1 & 2 = DRAIN        3 & 4 = GATE                                                

5 = SOURCE 
 

DESCRIPTION: 
The ASI BLF368 is a Dual Common 
Source N-Channel Enhancement-
Mode VDMOS. designed for RF 
Applications. 

MAXIMUM RATINGS 
ID 27 A 

VDSS 70 V 

VGS ±20 V 

PDISS 465 W @ TC = 25 °C 

TJ -65 °C to +200 °C 

TSTG -65 °C to +150 °C 

θθθθJC 0.35 °C/W 

BLF368 


