










MX150 2 WAY CABLE SEAL RECEPTACLE CONNECTION SYSTEM (5.0mm PITCH)

BOM AND PIN OUT SHEET

ABBREVIATION COLOR MATERIAL

A-BLK BLACK PA6 GF30

B-LG LIGHT GRAY PA6 GF30

C-BLK BLACK PA6 GF30

D-BLK BLACK PA6 GF30

D-LG LIGHT GRAY PA6 GF30

E-BLK BLACK PA6 GF30

F-LG LIGHT GRAY PA6 GF30

G-BLK BLACK PA6 GF30

A-BLK-CLIP BLACK PA6 GF30

B-LG-CLIP LIGHT GRAY PA6 GF30

C-BLK-CLIP BLACK PA6 GF30

D-BLK-CLIP BLACK PA6 GF30

D-LG-CLIP LIGHT GRAY PA6 GF30

C-BLK-SV BLACK PA6 GF30

D-BLK-SV BLACK PA6 GF30

R3 MEDIUM BLUE INHERENTLY LUBRICATED SILICONE

R4 GREEN INHERENTLY LUBRICATED SILICONE

CPA RED PBT GF30

TPA NATURAL PBT GF30

FOR ADDITIONAL INFORMATION SEE SD-34062-002

HOUSING 

OPTION/COLOR
TPA CPA RING  SEAL

OPTION A, BLACK, W/O CPA 34062-0021 A-BLK TPA R3 -40°C TO 125°C 1 SALEABLE

OPTION B, LIGHT GRAY, W/O CPA 34062-0022 B-LG TPA R3 -40°C TO 125°C 1 3 SALEABLE PREFERRED, FULLY SHROUDED

OPTION C, BLACK, W/O CPA 34062-0023 C-BLK TPA R3 -40°C TO 125°C 1 3 SALEABLE PREFERRED, FULLY SHROUDED

OPTION D, BLACK, W/O CPA 34062-0024 D-BLK TPA R3 -40°C TO 125°C 1 SALEABLE

OPTION D, LIGHT GRAY, W/O CPA 34062-0029 D-LG TPA R3 -40°C TO 125°C 1 SALEABLE

OPTION A, BLACK, W/ CPA 34062-0025 A-BLK TPA CPA R3 -40°C TO 125°C 1 SALEABLE

OPTION B, LIGHT GRAY, W/ CPA 34062-0026 B-LG TPA CPA R3 -40°C TO 125°C 1 3 SALEABLE PREFERRED, FULLY SHROUDED

OPTION C, BLACK, W/ CPA 34062-0027 C-BLK TPA CPA R3 -40°C TO 125°C 1 3 SALEABLE PREFERRED, FULLY SHROUDED

OPTION D, BLACK, W/ CPA 34062-0028 D-BLK TPA CPA R3 -40°C TO 125°C 1 SALEABLE

OPTION D, LIGHT GRAY, W/ CPA 34062-0030 D-LG TPA CPA R3 -40°C TO 125°C 1 SALEABLE

OPTION A, BLACK, WITH CLIPSLOT, W/O CPA 34062-0031 A-BLK-CLIP TPA R3 -40°C TO 125°C 1 SALEABLE

OPTION B, LIGHT GRAY, WITH CLIPSLOT, W/O CPA 34062-0032 B-LG-CLIP TPA R3 -40°C TO 125°C 1 3 SALEABLE PREFERRED, FULLY SHROUDED

OPTION C, BLACK, WITH CLIPSLOT, W/O CPA 34062-0033 C-BLK-CLIP TPA R3 -40°C TO 125°C 1 3 SALEABLE PREFERRED, FULLY SHROUDED

OPTION D, BLACK, WITH CLIPSLOT, W/O CPA 34062-0034 D-BLK-CLIP TPA R3 -40°C TO 125°C 1 SALEABLE

OPTION D, LIGHT GRAY, WITH CLIPSLOT, W/O CPA 34062-0035 D-LG-CLIP TPA R3 -40°C TO 125°C 1 SALEABLE

OPTION A, BLACK, WITH CLIPSLOT, W/ CPA 34062-0036 A-BLK-CLIP TPA CPA R3 -40°C TO 125°C 1 SALEABLE

OPTION B, LIGHT GRAY, WITH CLIPSLOT, W/ CPA 34062-0037 B-LG-CLIP TPA CPA R3 -40°C TO 125°C 1 3 SALEABLE PREFERRED, FULLY SHROUDED

OPTION C, BLACK, WITH CLIPSLOT, W/ CPA 34062-0038 C-BLK-CLIP TPA CPA R3 -40°C TO 125°C 1 3 SALEABLE PREFERRED, FULLY SHROUDED

OPTION D, BLACK, WITH CLIPSLOT, W/ CPA 34062-0039 D-BLK-CLIP TPA CPA R3 -40°C TO 125°C 1 SALEABLE

OPTION D, LIGHT GRAY, WITH CLIPSLOT, W/ CPA 34062-0040 D-LG-CLIP TPA CPA R3 -40°C TO 125°C 1 SALEABLE

OPTION C, BLACK, SEVERE VIBRATION, W/ CPA 34062-4008 C-BLK-SV TPA CPA R4 -40°C TO 155°C 1 SALEABLE PREFERRED, FULLY SHROUDED

OPTION D, BLACK, SEVERE VIBRATION, W/ CPA 34062-4009 D-BLK-SV TPA CPA R4 -40°C TO 155°C 1 SALEABLE

OPTION E, BLACK, W/O CPA 34062-0041 E-BLK TPA R4 -40°C TO 155°C 2 SALEABLE PREFERRED, FULLY SHROUDED

OPTION F, LIGHT GRAY, W/O CPA 34062-0042 F-LG TPA R4 -40°C TO 155°C 2 SALEABLE PREFERRED, FULLY SHROUDED

OPTION G, BLACK, W/O CPA 34062-0043 G-BLK TPA R4 -40°C TO 155°C 2 SALEABLE PREFERRED, FULLY SHROUDED

OPTION E, BLACK, W/ CPA 34062-0044 E-BLK TPA CPA R4 -40°C TO 155°C 2 SALEABLE PREFERRED, FULLY SHROUDED

OPTION F, LIGHT GRAY, W/ CPA 34062-0045 F-LG TPA CPA R4 -40°C TO 155°C 2 SALEABLE PREFERRED, FULLY SHROUDED

OPTION G, BLACK, W/ CPA 34062-0046 G-BLK TPA CPA R4 -40°C TO 155°C 2 SALEABLE PREFERRED, FULLY SHROUDED

OPTION A, BLACK, W/ CPA 34062-0047 A-BLK TPA CPA R3 -40°C TO 125°C 1 SALEABLE

OPTION B, LIGHT GRAY, W/O CPA 34062-0048 B-LG TPA R4 -40°C TO 155°C 1 3 SALEABLE PREFERRED, FULLY SHROUDED

OPTION C, BLACK, W/O CPA 34062-0049 C-BLK TPA R4 -40°C TO 155°C 1 3 SALEABLE PREFERRED, FULLY SHROUDED

OPTION B, LIGHT GRAY, W/ CPA 34062-0050 B-LG TPA CPA R4 -40°C TO 155°C 1 3 SALEABLE PREFERRED, FULLY SHROUDED

OPTION C, BLACK, W/ CPA 34062-0051 C-BLK TPA CPA R4 -40°C TO 155°C 1 3 SALEABLE PREFERRED, FULLY SHROUDED

OPTION B, LIGHT GRAY, WITH CLIPSLOT, W/O CPA 34062-0052 B-LG-CLIP TPA R4 -40°C TO 155°C 1 3 SALEABLE PREFERRED, FULLY SHROUDED

OPTION C, BLACK, WITH CLIPSLOT, W/O CPA 34062-0053 C-BLK-CLIP TPA R4 -40°C TO 155°C 1 3 SALEABLE PREFERRED, FULLY SHROUDED

OPTION B, LIGHT GRAY, WITH CLIPSLOT, W/ CPA 34062-0054 B-LG-CLIP TPA CPA R4 -40°C TO 155°C 1 3 SALEABLE PREFERRED, FULLY SHROUDED

OPTION C, BLACK, WITH CLIPSLOT, W/ CPA 34062-0055 C-BLK-CLIP TPA CPA R4 -40°C TO 155°C 1 3 SALEABLE PREFERRED, FULLY SHROUDED

OPTION C, BLACK, SEVERE VIBRATION, W/O CPA 34062-4003 C-BLK-SV TPA R4 -40°C TO 155°C 1 SALEABLE PREFERRED, FULLY SHROUDED

OPTION D, BLACK, SEVERE VIBRATION, W/O CPA 34062-4004 D-BLK-SV TPA R4 -40°C TO 155°C 1 SALEABLE

OPTION D, BLACK, WITH CLIPSLOT, W/ CPA 34062-0056 D-BLK-CLIP TPA CPA R4 -40°C TO 155°C 1 SALEABLE

OPTION A, BLACK, WITH CLIPSLOT, W/ CPA 34062-0057 A-BLK-CLIP TPA CPA R3 -40°C TO 125°C 1 SALEABLE
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