LED-Holder SRL (for 5mm T1-3/4 LED)

Models Dimensions Drilling diagram Color sciectyourcoor ~ Part Number
SRL | ‘max. 18,5 ; 1

= o
; | re

B )rﬁj S

g Cre

9 i ; R

*Pol : —

\ :} : { ‘
' E[E%i , e ' yellow
(see LEDa) — )

0035.1230

green 0035.1231

0035.1232

max. 18,5

el red 0035.1240

green

! yeliow

0035.1241

0035.1242

red 0035.1250

0035.1251

: Ll green
A ‘ :

{ =T
g ; 1{ yellow

(see LED a) , R St

0035.1252

red 0035.1260

green

E@i :?ft { ﬁ]ﬂ yellow

(see LEDb) G

0035.1261

i

!
Le.l
-

| e
U

*

-3

0035.1262

maxi6
el

DTE_?? 7 'K‘}zj g~ red

-
green
58] e @E ;' yellow

(see LED b) T :

10X 16 '

w892 ] 73 i ' red

: whb T -

-+ f

7 — kr“g{ ' green
S 0

, ’ yellow
3 /|
(see LED b) S N Qe

Technical data

1. Electrical data

Technical data LED 0925.9201/02/03 see page 91
Technical data LED 0925.0059/60/61 see page 91
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2.Otherdata , e ) N
Solderability max. 2s < 235°C (IEC 68 2-20 Test Ta
Soldering heat resistance max. 5s < 260°C  ( IEC 68 2-20 Test Tb Method 1A )

Ambient temperature -25°C - + 85°C
Storage temperature - -55°C - +100°C

3. Materials
Socket

78



	SAMID00029-1.pdf
	Custom Flex
	Capabilities
	Specifications

	Standard Data Links
	Termination Options
	Sudden Service
	Standard Products
	HFEM
	YFTDL
	GFZDL
	TFMDL
	BTHDL
	MEJ1
	FJ
	ZF1
	FC1
	FJH
	ZF5

	Signal Integrity Services
	Contacts


