


46
33

5 
La

nd
in

g 
Pk

w
y 

Fr
em

on
t, 

C
A

 9
45

38
  T

el
: (

51
0)

 9
33

-7
20

0 
Fa

x: 
(5

10
) 9

33
-7

30
0 

Em
ail

: S
ale

s@
O

pl
in

k.
co

m
 • 

w
w

w.
op

lin
k.

co
m

OFMS

Ordering Information

Product Lines:     Mux/Demux      Switching/Routing      Coupling/Splitting      Monitoring/Conditioning      Amplification      Transmission      Interconnect      RGB Laser Modules

Mechanical Drawing / Package Dimensions   (dimension in mm) 

Oplink can provide a remarkable range of customized optical solutions. For detail, please contact Oplink’s OEM 
design team or account manager for your requirements and ordering information (510) 933-7200.

Optical Path Electrical Drive Control Input Status Sensor 

PIN# 1 2 3 4 5 6 7 8 9 10

NAME Vcc1 Agnd D0 D1 D2 Start Ready Error Dgnd Vcc2

FUNCTION Switch 
Power 
Supply

Switch 
Power 
Return

Port Selection, 
Data bus

Start 
Strobe

Low= 
Ready

Low= 
Error

CMOS 
Ground

CMOS 
Power 
Supply

Electrical Connector Configuration

Control (D2, D1, D0) 0 0 0 0 0 1 0 1 0 0 1 1 1 0 0 1 0 1 1 1 0 1 1 1

Selected Port 1 2 3 4 5 6 7 8

0E0081 0 2

Package Type

Fiber Type

Fiber LengthWavelength
P2 = 2

SMF-28 250µm =1
SMF-28 w/ 900µm loose tube =2

0.5meter= H
1.0meter= 1
1.5meter= 5
2.0meter= 2

C+L bands = E

Connector 
Type
None = 1
FC/PC=2
FC/SPC=3
FC/APC=4
SC/PC=5
SC/SPC=6
SC/APC=7
ST=8
LC=9
MU=A

OFMS Series 1x8 Optical Fiber Switches

OFMS1x8 Series
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