Module no:0709233 Labelld:0709233 Operator:Phoenix 14:57:58, Donnerstag, 28. Juni 2001

VDFK 4/K

Terminal width 10.0

(IEC) rigid flexible I u
[mm2] solid stranded AWG [A] [Vl

Connectiondata 0.2-6 0.2-4 24-10 32 500
EN 50 019 * 0.2-4 024 - 28 275

* Certificate no.: KEMA Ex-93.C.6934U1)

@@NKEMA

Description Color Type Order No. Eﬁts

Potting panel feed-through terminal block,

) R 2 gray VDFK 4/K 07 09233 50
with solder connection inside, 4 mm® screw
connection outside, for housing walls up to 4  green-yellow VDFK 4/K GNYE 07 09 24 6 50
mm thick,

for housing walls 4 to 7 mm thick, fixed with gray VDFK 4/K-DP 0709220 50
enclosed snap-on wedges

Accessories
(1) BN zack strip, 10-section white BN-ZB 10 (see info)

(2) Screwdriver $ZS 0,6 x 3,5 1205053 10

Technical data

Dimensions see drawing

Technical data in accordance with
IEC/VDE

Rated surge voltage / contamination class [kV]/ - 6/3

Surge voltage category / insulation -/- /i
material group

Connection capacity

stranded with ferrule without / with plastic [mm?] 0.25-4/0.25-4
sleeve

Multi-conductor connection (2 conductors with same
cross section)

solid / stranded [mm?] 02-15/02-15

stranded with ferrule without plastic sleeve Imm21 0.25-15
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Module no:0709233 Labelld:0709233 Operator:Phoenix

stranded with TWIN ferrule with plastic

sleeve
Stripping length

Internal cylindrical gage (IEC
947-1:1988)

Thread

Torque

Insulation material
Inflammability class acc. to UL 94
Temperature indices RTI / Ti
Approval data (UL and CSA)

Nom. voltage / nom. current /
conduc. sizes

Dimensional chart:

Type a

VDFK 4 255
VDFK 4-DP 29.5
VDFK 4/K 255
VDFK 4/K-DP 29.5
VDFK 6 30.2
VDFK 6-DP 34.2
VDFK 6/K 30.2
VDFK 6/K-DP 34.2

Dimensional drawing
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Drilling diagram
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[mm?]

[mm]

(Nm]

CSA: [V]/[A]/ AWG

CSA: [V]/[A]/ AWG

12
10.7
13.7
8.3
12.3
10.7
13.7

<4
<8
<4
<7
<4
<8
<4
<7

05-25

A4

M3
0.6-0.8
PA
VO
130/120

300/30/30-10

300/30/28-10
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