High Current Panel Feed-
Through Terminal Blocks
HDFK and HDFKV

Drilling plan see page 242.
Description

Panel feed-through terminal black,

for 1 - 8 mm thick housing walls,

tfor 5 - 10 mm thick housing walls,

with internal and extermal screw connegction

Panel feed-through terminal block,
for 1 - 8 mm thick housing walls,

for 5 - 10 mm thick housing walls,

as above, however extemal for vertical
conductor connection

Potting panel feed-through terminal block,
for 2.5 - 6 mm thick housing walls,

for 5 - 10 mm thick housing walls,

with external and internal screw connection
with cable connection and

sealing plate

Potting panel feed-through terminal block,
for 2.5 - 6 mm thick housing walls,

for § - 10 mm thick housing walls,

as above, however, external for vertical
conductor connection

Ground panel feed-through terminal block, contacts
with housing wall: for 1 - 6 mm thick walils
for 5 - 10 mm thick walls

{1) Zack strip, 10-section, white

(2) Screwdriver

for horizontal conductor connection

Terminal width 12.1
{{EC)

fmm?]

Connection data

rigid
solid
0.5-25

flexibie 1 U
stranded AWG [A] [V}

0.5-16 20-4 101 500

Order No. PR

HDFK 16

3001721 50

HDFK 16-vP 0709796 50

2B 10 (order data, see page 263) |
| 12050856 10

$Z51,0x 4,0

HDFKYV 16

for vertical conductor connection

Terminal width 12.1
(IEC)
[mm?)

Connection data

rigid
solid
0.5-25

flexible t
stranded AWG [A]

0.5-16 20-4 101

®w

Type Order No.

HDFKYV 16 3001734

HDFKV 16-VP 0709783

ZB 10 (order data, see page 263)

$251,0x4,0 1205066

V]
500

wlv
2F

10

Dimensions

Technical data in accordance with IEC/VDE

Rated surge voltage / contamination class

Surge voltage category / insulation material group

Connection capacity

stranded with ferrule without / with plastic sleeve [mm?]

Muttiple tion (2 ductors with same cross section}

solid / stranded [mm3)

stranded with ferrule without plastic sleeve [mm2]

stranded with TWIN ferrule with plastic sleeve [mm?)

Stripping length [mm}

Internal cylindrical gage (IEC 947-1:1988)

Terminal sleeve: thread / torque

Cable lug connection: thread / torque

Insulation material

Inflammability class acc. to UL 94

Temperature indices RTI/ Ti

Approval data (UL and CSA)

Nam. voltage / nom. current / conduc. sizes  UL:
CSA:

kv]/ -
—/=

—/{Nmj
—/[Nmj

VI/ A/ -
VI/(A]/ -

see drawing on page 242

6/3
/1l

05-16/05-16

05-6/05-6
05-6
05-6
16
B7
M5/2-23
M5/25-3
PA
vo
130/120

see drawing on page 242

6/3
/i

05-16/05-186

05-6/05-6
05-6
05-6
18
B7
M5/2-23
M5/25-3
PA
Vo
130/120
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HDFK 25

for horizontal conductor connection

Terminal width 15.1

HDFKYV 25

for vertical conductor connection

Terminal width 15.1

HDFK 25-PE

Green-yellow ground terminal block

Terminal width 15.1

({IEC) rigic flexible I U (IEC) rigid flexibie | U (IEC) rigid flexible
[mm?] solid stranded AWG [A] [V] [mm?] solid stranded AWG [A] [V] [mm?3) solid stranded  AWG
Connection data 6-35 10-25 10-2 125 500 Connection data 6-35 10-25 10-2 125 500 Connection data 6-35 10-25 10-2
®Een¥® ®Ew OMO B
Pcs. Pcs,
Type Order No. Eﬁ% Type Order No. _’59% Type Order No. —F,Qi
HDFK 25 0707743 50
HDFK 25-DP 0707756 50
HOFKV 25 0709039 50
HDFKYV 25-DP 0709055 50
FK 25-VP 0709136 50
/FK 25-VP-DP 0708959 50
HDFKV 25-VP 0708962 25
HDFKYV 25-VP-DP 0708975 25
HDFK 25-PE 0707785 50
HDFK 25-DP-PE 0707798 50
2B 10 (order data, see page 263} ZB 10 (order data, see page 263) ZB 10 {order data, see page 263)
$251,0x6,5 1205079 10 S2510x6,5 1205079 10 S5 1,0x6,5 1205079 10
see drawing on page 242 see drawing on page 242 see drawing on page 242
6/3 6/3 6/3
s /st /i
4-25/4-25 4-25/4-25 4-25/4-25
25-10/4-10 25-10/4-10 25-10/4-10
25-10 25-10 25-10
25-10 25-10 25-10
19 19 19
B8 B8 B8
M5/4-45 M5/4-45 M5/4-45
M6/6-8 M6/6-8 -
PA PA PA
V2 v2 V2
125/100 125/100 125/100
600/115/8-2 600/115/8-2 —-/-/8-2
600/100/8-4 600/100/8-4 -
——
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