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PSI-DATA/BASIC-MODEM/RS232

Description

The DIN rail-mountable PSI-DATA/BASIC-MODEM/RS232 
V.24 (RS-232) modem is specifically designed to meet 
industrial requirements for remote monitoring. It provides 
access to machines and systems anywhere in the world via 
dial-up line connections according to the V.34 standard. 
A wide range of security functions, such as connection 
establishment with password protection and callback 
function, protect the system against unauthorized access.

To ensure error-free operation even in harsh EMC 
conditions, the device has high-quality 3-way isolation and 
integrated surge protection. The modem also features an 
integrated automatic "Sleep" function to increase battery life 
and a wide supply voltage range of 10 V to 30 V, making it 
suitable for universal use. Modem startup is very easy using 
plug and play and user-friendly configuration software.

The modem is approved for use in public telephone 
networks in Europe, the USA, and Canada. Additional 
approvals can be provided on request.

The PSI-DATA/BASIC-MODEM/RS232 is designed exclusively for SELV operation according to 
IEC 60950/EN 60950/VDE 0805.

The modem must only be connected to devices, which meet the requirements of EN 60950 
("Safety of Information Technology Devices").

Make sure you always use the latest documentation. 
It can be downloaded at www.download.phoenixcontact.com. 

A conversion table is available on the Internet at
www.download.phoenixcontact.com/general/7000_en_00.pdf.
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