
1812AF:

0

10

20

30

40

50

60

70

80

0.1 1 10 100

Frequency (MHz)

Typical Q vs Frequency(ƒ)

Q
Fa

ct
or

2200 µH

1000 µH

220 µH 120 µH

12 µH

22 µH

1

10

100

1000

10000

0.1 1 10 100

In
du

ct
an

ce
( µ

H
)

Typical�L�vs Frequency(ƒ)
measured with 4194A Impedance / Gain-phase Analyzer

2200 µH

220 µH
120 µH

22 µH

12 µH

1000 µH

Frequency (MHz)

1

10

100

1000

10000

100000

0.01 0.1 1 10
Current (A)

In
du

ct
an

ce
( µ

H
)

Typical L vs Current

2200 µH

120 µH

220 µH

22 µH

12 µH

1000 µH

Prepared by : BG Ng
Date: 17/07/2006

1812AF:

0

10

20

30

40

50

60

70

80

0.1 1 10 100

Frequency (MHz)

Typical Qvs Frequency(ƒ)
measured with 4194A Impedance / Gain-phase Analyzer

Q
Fa

ct
or

2200 µH

1000 µH

220 µH 120 µH

12 µH

22 µH

1

10

100

1000

10000

0.1 1 10 100

In
du

ct
an

ce
( µ

H
)

Typical�L�vs Frequency(ƒ)

2200 µH

220 µH
120 µH

22 µH

12 µH

1000 µH

Frequency (MHz)

1

10

100

1000

10000

100000

0.01 0.1 1 10
Current (A)

In
du

ct
an

ce
( µ

H
)

Typical L vs Current

2200 µH

120 µH

220 µH

22 µH

12 µH

1000 µH

Prepared by : BG Ng
Date: 17/07/2006

1812AF:

0

10

20

30

40

50

60

70

80

0.1 1 10 100

Frequency (MHz)

Typical Q vs Frequency(ƒ)
measured with 4194A Impedance / Gain-phase Analyzer

Q
Fa

ct
or

2200 µH

1000 µH

220 µH 120 µH

12 µH

22 µH

1

10

100

1000

10000

0.1 1 10 100

In
du

ct
an

ce
( µ

H
)

Typical�L�vs Frequency(ƒ)
measured with 4194A Impedance / Gain-phase Analyzer

2200 µH

220 µH
120 µH

22 µH

12 µH

1000 µH

Frequency (MHz)

1

10

100

1000

10000

100000

0.01 0.1 1 10
Current (A)

In
du

ct
an

ce
( µ

H
)

Typical L vs Current

2200 µH

120 µH

220 µH

22 µH

12 µH

1000 µH

Prepared by : BG Ng
Date: 17/07/2006

0

20

40

60

80

100

120

0 20 40 60 80 100 120 140
t ( C)

I 
(%)

Current carrying capacity dependent 
on the ambient temperature

1812 AF
Engineer’s Kit : EK-1812AF-X
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•• All dimensions in mm
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Material : Ceramic & Ferrite
SPQ :  Reel    600 [-01]
 2,200 [-04]

Remarks: - For not listed inductance values please check availability with us.
    - 2% and 5% tolerance available on request.

Part No
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22
27
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47
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330
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470
560
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820

1000
1200
2200

Inductance

L (µH)

fL

(MHz)

Tol

± (%)

Q

min

fQ

(MHz)

SRF
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(MHz)

DCR
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(Ω)

Rated DC
Current

(mA)

3.80 max

0.55

3.20

2.50
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4.90 max 4.
30

3.65 max

0.20 max
2.0 ref



Mouser Electronics
  

Authorized Distributor
 
  

Click to View Pricing, Inventory, Delivery & Lifecycle Information:
 
 
 
 Fastron:   

  1812AF-331K-01  1812AF-330K-01  1812AF-680K-01  1812AF-681K-01  1812AF-221K-01  1812AF-150K-01 

1812AF-220K-01  1812AF-470K-01  1812AF-471K-01  1812AF-102K-01  1812AF-101K-01  1812AF-100K-01  1812AF-

151K-01

http://www.mouser.com/fastron
http://www.mouser.com/access/?pn=1812AF-331K-01
http://www.mouser.com/access/?pn=1812AF-330K-01
http://www.mouser.com/access/?pn=1812AF-680K-01
http://www.mouser.com/access/?pn=1812AF-681K-01
http://www.mouser.com/access/?pn=1812AF-221K-01
http://www.mouser.com/access/?pn=1812AF-150K-01
http://www.mouser.com/access/?pn=1812AF-220K-01
http://www.mouser.com/access/?pn=1812AF-470K-01
http://www.mouser.com/access/?pn=1812AF-471K-01
http://www.mouser.com/access/?pn=1812AF-102K-01
http://www.mouser.com/access/?pn=1812AF-101K-01
http://www.mouser.com/access/?pn=1812AF-100K-01
http://www.mouser.com/access/?pn=1812AF-151K-01
http://www.mouser.com/access/?pn=1812AF-151K-01

