1,83 DIA. _p=
1,52 DIA. | L

1,32 DIA. :

PIN RECEPTACLES
for 0,38 - 0,64 diameter pins

8445 1038

0,71
SQUARE

0,64 DIA.

7132-0-15-XX-30-XX-04-0
Square press-fit for 0,81 +0,05
plated thru hole

0153

|
1,83 DIA. Aol | 1
1,52 DIA. b I 1081241

’ /R T BTV
1,35 DIA.
B i IR Y
0,97 DIA.
0,46 DIA. 30

0153-X-15-XX-30-XX-04-0

Press-fit in 1,45 mounting hole

0903/0904

1,83 DIA | 1O

- T o | | ‘

1,5 DIA. i 244

KNURL l 064 | 371

1,55 DIA. | | i 7,42
1,32 DIA. \? A
086 DA krd — 1
1,5 DIA. 4L

046 DIA. 3.2

090X-0-1 5-XX-30-XX-04-0

Press-fit in 1,45 mounting hole

183 DIA. _p= i /4& I r 1,83 DIA. }/, ﬁ‘ T 1,83 DIA, -
- T‘V“%‘ | 2,v54 581 499 | 157 DA % | ffommz 152 AT
’ 1 J 1,35 DIA. "/;#U% 1,35 DIA. |
gngRE | 2,54 19
0,51 DIA. — T %
’ 455 001 DA 417 0,91 DIA.
1 B I F 12,95
0,46 DIA. 381
0,51 DIA. 4, ?2 ’

8445-0-15-XX-30-XX-04-0 | 1038-0- 15-XX 30-XX-04-0 | 1261-0-15-XX-30-XX-04-0

Square press-fit for 0,99 +0,05 Press-fit in 1,5 mounting hole Press-fit in 1,45 mounting hole

plated thru hole

1602/1610

Basic Part Height
Number A 185 DA Basic Part Height
0153-1 5.99 1,5 DIA. Number A
! KNURL
0153-2 8,0 1.35 DIA. 1602-0 11,2
0153-3 | 10,21 B 1610-0 | 16,31
0153-4 | 11,99
0153-5 15,09 0,86 DIA.
0153-6 | 17,75
0,53 DIA,
- 3,2
f
16XX-0-15-XX-30-XX-04-0
Press-fit in 1,45 mounting hole
0,51 1,35 DIA. %ﬁ T I [
Basic Part Height 1,73 DIA. 1,47 DIA. % 2,1 279
Number A Hﬁ/] * 1,39 DIA. ‘LT:‘, ] 4,37 * o8
0903-0 | 21,36 152 231 254 ‘ '
0904-0 | 28,98 132 DIA. g\WU, f H nE L 229
1,09 DIA. ‘ ‘+ 0,91 DIA. ||
HOLE HOLE =
'
1,55 DIA.__|
8252-0-15-XX-30-XX-10-0 | 4078-0-15-XX-30-XX-40-0
Press-fit in 1,45 plated thru hole Press-fit in 1,45 mounting hole

1261

SPECIFICATIONS

SHELL MATERIAL:
Brass Alloy 360, 1/2 Hard

CONTACT MATERIAL:
Beryllium Copper Alloy 172, HT

DIMENSION IN INCHES
TOLERANCES ON:

LENGTHS: +0,13
DIAMETERS: =0,05
ANGLES: +2°

ORDER CODE: XXXX-X-15-XX-30-XX-XX-0

BASIC PART # —/

SPECIFY SHELL FINISH:
01 5,08um TIN/LEAD OVER NICKEL
< 80 5,08umTIN OVER NICKEL (RoHS)

<> 15 0,25um GOLD OVER NICKEL (RoHS)

2002/95/EC

J J

CONTACT

#30 CONTACT (DATA ON PAGES 218)

| L
SPECIFY CONTACT FINISH:

02 2,54um TIN/LEAD OVER NICKEL
<> 84 2,54um TIN OVER NICKEL (RoHS)
<> 27 0,76um GOLD OVER NICKEL (RoHS)

www.mill-max.com

138

®516-922-6000



