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USB 3.0 Extension cable
9 pin, black
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Order lengths in meter: 2,3,5

Order Code: AK669/3-x-R
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USB 3.0 A/M 9Pin
INS:Blue(PT 300C)

USB 3.0 A/F 9Pin
INS:Blue(PT 300C)L±30mm

Material:
•  Cable: UL-2725 [#28(7/0.1 27 T.C)*1P INS:Foam-PE+D.W
                (7/0.127 T.C)+AL/MY+Hot-melt-Mylar]*2C+#28(7/0.127
                T.C)*1P INS:Polyolefin + #28(7/0.127 T.C)*2C INS:Polyolefin 
                + AL/MY +B.D(85%)
     -  PVC Jacket
     -  OD: 5.2±0.15MM
     -  Color: Black
•  P1 Connector: USB 3.0 A Type Male 9 Pin
     -  Contact: 30 ”
     -  Shell: Ni-Plated
•  P2 Connector: USB 3.0 A Type Female 9 Pin
     -  Contact: 30 ”
     -  Shell: Ni-Plated
•  Hood: Molded Type, PVC 45P (Black)

Electrical:
•  100% Open short & mis wire test
•  Contact Resistance: 3  Max.
•  Insulation Resistance: 10M  Min.
•  Hi-Pot 300V DC
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