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• For use with Heyco EMC Metal Liquid
Tight Cordgrips. See pages 3-17 
and 3-18.

• Cutting teeth on locknuts provide 
optimal shield contact with 
painted surfaces.

• Nickel-plated finish over brass 
provides excellent corrosion 
resistance and durability.

• Ideal for use with patented surfaces 
to ensure EMC integrity.
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THREAD SIZE PART NO. DESCRIPTION PART DIMENSIONS
A B C

Thickness Wrenching Flat Size
in. mm. in. mm.

PG Thread
PG 7 4671 EMC LN PG 7 .13 3,3 .59 15,0
PG 9 4672 EMC LN PG 9 .13 3,3 .71 18,0
PG 11 4673 EMC LN PG 11 .14 3,5 .83 21,0

PG 13.5 4674 EMC LN  PG 13.5 .14 3,5 .94 24,0
PG 16 4675 EMC LN PG 16 .14 3,5 1.02 26,0
PG 21 4676 EMC LN PG 21 .16 4,0 1.26 32,0
PG 29 4677 EMC LN PG 29 .18 4,6 1.61 41,0

Metric Thread
M8 x 1,25 4681 EMC LN M8 .13 3,3 .43 11,0
M10 x 1,5 4682 EMC LN M10 .13 3,3 .51 13,0
M12 x 1,5 4683 EMC LN M12 .14 3,5 .59 15,0
M16 x 1,5 4684 EMC LN M16 .14 3,5 .75 19,0
M20 x 1,5 4685 EMC LN M20 .16 4,0 .94 24,0
M25 x 1,5 4686 EMC LN M25 .16 4,0 1.18 30,0
M32 x 1,5 4687 EMC LN M32 .20 5,0 1.42 36,0

Heyco®-Tite EMC Brass Locknuts
EMC Nickel-Plated Brass
For Heyco®-Tite EMC Brass Liquid Tight Cordgrips see pages 3-17 and 3-18.

Material Nickel-Plated Brass
Temperature Rating -40°F (-40°C) to 212°F (100°C)
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  4687  4672  4684  4676  4677  4685  4675  4681  4671  4674  4683  4682  4673  4686

http://www.mouser.com/heyco
http://www.mouser.com/access/?pn=4687
http://www.mouser.com/access/?pn=4672
http://www.mouser.com/access/?pn=4684
http://www.mouser.com/access/?pn=4676
http://www.mouser.com/access/?pn=4677
http://www.mouser.com/access/?pn=4685
http://www.mouser.com/access/?pn=4675
http://www.mouser.com/access/?pn=4681
http://www.mouser.com/access/?pn=4671
http://www.mouser.com/access/?pn=4674
http://www.mouser.com/access/?pn=4683
http://www.mouser.com/access/?pn=4682
http://www.mouser.com/access/?pn=4673
http://www.mouser.com/access/?pn=4686

