
Typical Application

FOUR ROW, THREE CELL
PINLESS XD/P™ SHROUDS
516 – 684 POSITIONS
TWO CENTER MOUNTING
FEATURES

Two–Piece Connectors
XD/P System
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PHYSICAL PROPERTIES
INSULATION MATERIAL: Glass filled thermoplastic 
rated UL 94V-0
COLOR: Black

ELECTRICAL PROPERTIES
INSULATION RESISTANCE: >1 x 109 0hms
DIELECTRIC STRENGTH: >1000 VDC at sea level

ENVIRONMENTAL PROPERTIES
TEMPERATURE RATING: -55˚C TO 125°C

MOUNTING HARDWARE
See pages 310-314

XD/P MALE RECOMMENDED
CONTACT STYLE NOMINAL PCB THICKNESS

2C 3.18 (.125)

Ordering Information

NO. OF
POS. PART NUMBER A B C D E F

516 4051600000 361.95 (14.250) 354.33 (13.950) 344.17 (13.550) 106.68 (4.200) 118.74 (4.675) 116.84 (4.600)
540 4054000000 377.19 (14.850) 369.57 (14.550) 359.41 (14.150) 111.76 (4.400) 123.82 (4.875) 121.92 (4.800)
564 4056400000 392.43 (15.450) 334.81 (15.150) 374.65 (14.750) 116.84 (4.600) 128.90 (5.075) 127.00 (5.000)
588 4058800000 407.67 (16.050) 400.05 (15.750) 339.89 (15.350) 121.92 (4.800) 133.98 (5.275) 132.08 (5.200)
612 4061200000 422.91 (16.650) 415.29 (16.350) 405.13 (15.950) 127.00 (5.000) 139.06 (5.475) 137.16 (5.400)
636 4063600000 438.15 (17.250) 430.53 (16.950) 420.37 (16.550) 132.08 (5.200) 144.14 (5.675) 142.24 (5.600)
660 4066000000 453.39 (17.850) 445.77 (17550) 435.61 (17.150) 137.16 (5.400) 149.22 (5.875) 147.32 (5.800)
684 4068400000 463.63 (18.450) 461.01 (18.150) 450.85 (17.750) 142.46 (5.600) 154.30 (6.075) 152.42 (6.000)


