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Material:
Terminal: Brass - Copper Alloy (C36000), ASTM-B-16
Contact: Beryllium Copper - Copper Alloy (C17200), ASTM-B-194

Plating:
Contact: G = Gold/Nickel
T = Tin-Lead/Nickel

Gold: per MIL-G-45204
Tin-Lead: per MIL-P-81728
Nickel: per QQ-N-290

Note: Pins with "V" groove in head may be supplied in Peel-A-Way®

Terminals not drawn to scale.

-38 1104 C

Part
NumberType

Contact
Group

.072 Dia.
(1.83)

.028 Dia.
(.71)

.021 Hole
(.53) Dia.

.120
(3.05)

.140
(3.56)

.175/(4.45) Hole Depth

-358 4071 C

Part
NumberType

Contact
Group

.072 Dia.
(1.83)

.029 Dia.
(.74)

.025 Hole
(.64) Dia.

.120
(3.05)

.125
(3.18)

.107/(2.72) Hole Depth

Part
NumberType

-500 4445 C

Contact
Group

.072 Dia.
(1.83)

.038 Dia.
(.97)

.044 Dia.
(1.12)

.120
(3.05)

.095
(2.41)

.180
(4.57)

Hole Depth

Part
NumberType

-148 1922 C

Contact
Group

.072 Dia.
(1.83)

.130
(3.30)

.110
(2.79)

.018 Dia.
(.46)

.118
(3.00)

Part
NumberType

-51 1282 C

Contact
Group

.072 Dia.
(1.83)

.020 Dia.
(.51)

.110
(2.79)

.130
(3.30)

.118
(3.00)

Part
NumberType

-364 4095 C

Contact
Group

.072 Dia.
(1.83)

.020 Dia.
(.51)

.125
(3.18)

.130
(3.30)

.118
(3.00)

Part
NumberType

-285 3578 C

Contact
Group

.072 Dia.
(1.83)

.130
(3.30)

.170
(4.32)

.020 Dia.
(.51)

.118
(3.00)

Part
NumberType

-218 3023 C

Contact
Group

.065
(1.65)

.175
(4.44)

.072 Dia.
(1.83)

.020 Dia.
(.51)

.145
(3.68)

Part
NumberType

-243 3199 C

Contact
Group

.165
(4.19)

.095
(2.41)

.072 Dia.
(1.83)

.020 Dia.
(.51)

.145
(3.68)

.031
(.79)

Part
NumberType

-537 4613 C

Contact
Group

.020 Dia.
(.51)

.072 Dia.
(1.83)

.095
(2.41)

.165
(4.19)

.145
(3.68)

Part
NumberType

-384 4177 C

Contact
Group

.072 Dia.
(1.83)

.165
(4.19)

.125
(3.18)

.015 Dia.
(.38)

.145
(3.68)

Part
NumberType

-242 3219 C

Contact
Group

.017 Dia.
(.42)

.072 Dia.
(1.83)

.125
(3.18)

.165
(4.19)

.135
(3.43)

Contact Acceptance Range .016" (.41mm) - .022" (.56mm) Dia. or .010" (.25mm) x .018" (.46mm) Rectangular Lead

Terminals
Quick turn delivery available on standard terminal types.
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